


INFORMATION

EMC (89/336/EEC) and LVD (73/23/EEC) Directives

CE Marking

Our products are manufactured to comply with rexuegnts of the following directives and
national regulations implementing the directives: :
Electromagnetic compatibility EMC 89/336/EEC withrther amendments

Low-voltage LVD 73/23/EEC with further amendmentBhis directive applies to electrical
equipment designed for use with a voltage ratingetiveen 50VAC and 1000VAC as well as 75VDC
and 1500VDC.

WEEE 2002/96/EC Directive
Information for users who want to get rid of electical and electronic appliances

This product is marked according to the European Directive on Waste Electrical and

Electronic Equipment (2002/96/EC) and further amendments. By ensuring this product

is disposed of correctly, you will help to prevent potential negative consequences for
the environment and human health, which could otherwise be caused by inappropriate waste
handling of this product.
The symbol on the product, or the documents accompanying the product, indicates that this
appliance may not be treated as household waste. It shall be handed over to the applicable
collection point for the waste electrical and electronic equipment for recycling purpose.
For more information about recycling of this product, please contact your local authorities,
your household waste disposal service or the shop where you purchased the product.

2002/95/EC RoHS Directive

Out of concern for human health protection andnfilly environment, we assure that our products
falling under RoHS Directive regulations, regardthg restriction of the use of hazardous
substances in electrical and electronic equipntente been designed and manufactured in
compliance with the above mentioned regulation. UBmmeously, we claim that our
products have been tested and do not contain hazalibstances whose exceeding limits
could have negative impact on human health or ab&nvironment.

Information
The device, as a part of professional CCTV systeaduor surveillance and control, is not designed
for self installation in households by individuatghout technical knowledge.

The manufacturer is not responsible for any defemtsdamages resulting from improper, or
inconsistent with user’s manual, installation of thevice in the system.
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WARNINGS AND PRECAUTIONS

ATTENTION!

THE KNOWLEDGE OF THIS USER’S MANUAL IS AN INDESPENS IBLE
CONDITION OF A PROPER MULTIPLEXER OPERATING. YOU AR E KINDLY
REQUESTED TO FAMILIARIZE YOURSELF WITH THIS MANUAL BEFORE
STARTING THE DEVICE.

THE MANUAL SHOULD BE KEPT FOR FUTURE USE.

WARNING !
IN ORDER TO PROTECT YOURSELF AGAINST THE RISK OFRE OR ELECTRIC SHOCK

YOU NEED TO AVOID PLACING THE DEVICE IN HUMID AND DJSTY PLACES.

CAUTION!
THE COVER MUSTN'T BE TAKEN OFF. ANY SELF-REPAIRS MS&TN'T BE

EXECUTED.
ALL REPAIRS CAN BE EXECUTED ONLY BY QUALIFIED STAFF OF THE
AUTHORISED NOVUS SERVICE.

CAUTION!
THE MULTIPLEXER IS SENSITVE TO STATIC CHARGES, THATS WHY IT HAS TO BE
USED ACCORDING TO DEVICE OPERATION RULES BASED ONMDS/MOSFET SYSTEMS.

INFORMATION

All the data included in this manual are up to detéhe moment of printing this manual. Novus Sig8p. z
0.0. reserves the right to amend this manual. Todyzer reserves the right to modify multiplexgr&rameters
and change its design without notice.

All rights reserved © NOVUS Security Sp. z o.0.
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WARNINGS AND PRECAUTIONS

=

The installation should be carried out by a ifjedl service person or a professional safety syste
installer.

Multiplexers mustn’t be placed in places whezatilating holes are partially or fully covered.

User’s interference inside the device is nodvedld and is unnecessary as it does not have any
systems which require adjusting or which are sletdbr self-repair. You mustn’t dismantle the
multiplexer or remove any single fastening screlfvany repairs are necessary contact the service.
The device must be take care of and protected stgany mechanical damage.

The multiplexer has to be protected against ditynand dust. In case the multiplexer had a cdntac
with water react immediately: switch off the powsupply and contact the authorised Novus
service. If the device gets dirty it might get dag®d or electrocute someone.

The device can only be cleaned with a damp cdtér the power supply has been switched off.
Avoid strong detergents (liquids and sprays). Mietergents can be used if the multiplexer
becomes very dirty.

Power supply unit cords and signal cords shdaddlaid in a way that eliminates the risk of
mechanical damage; special attention should betpatie plug. Be careful not to overload sockets
and extension cords so that there is no fire.

To avoid multiplexer’'s damage vision and contsidnals should be equipped with systems
protecting against disturbances, over voltage ambspheric discharge that are in compliance with
Polish regulations. It is also advised to use gddaop isolators.

The device mustn’t be used in conditions whiohdt fulfil operating requirements as far as power
supply, relative humidity or air temperature aracned.

You cannot allow any metal objects get inside riultiplexer. It might cause serious damage. If a
metal object gets inside the device contact theaised Novus service immediately.

All rights reserved © NOVUS Security Sp. z o.0.
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FOREWORD INFORMATION

1. FOREWORD INFORMATION
1.1 Main characteristics

Operating mode depending on setup: triplex (simelbas recording, playback and networking)
or duplex (simultaneous recording and networking);

Operating system based on Linux system;
Recording speed of up to 100 fps;
JPEG 2000 compression algorithm with 5 variousltegéimage compression settings;
Recording resolution:
- 360 x 144,
- 360 x 288,
- 720 x 288;
Possibility of installing two HDDs 3.5” IDE (up t6O0GB each);

Schedule recording individually adjustable for ealety with selection of mode and recording
speed;

Motion detection function;

Immediate access to any recorded data;

PTZ camera control by using front panel or netwayklet;

Possibility of remote control of NOVUScompact cameras with RS-485 standard:
Protocols: Novus-C1, Novus-C2, N-Control, Pelco-D;

Alarm recording function;

Files backup methods available: through networkgu€D-RW recorder;
Built-in CD-RW drive;

Network connection for “live” display, playback abdckup;

User friendly multi-language OSD;

Password protection for menu;

Power supply: 12 VDC (power supply adaptor 100~2AC/12 VDC included).

All rights reserved © NOVUS Security Sp. z o.0.
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TECHNICAL SPECIFICATION

1.2. Technical specification
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STARTING THE DEVICE

2. STARTING THE DEVICE

2.1 Preparing the equipment for operation

Please take extra caution when unpacking the device
Please make sure that the following items are dexun the package:

Digital multiplexer NV-DVR208/CD or NV-DVR216/CD

Power supply cord Power supply adaptor CD containing manual
and software

O
O
User's manual Rubber feet Rubber dampers
for HDDs

If any of the elements has been damaged duringpoa) pack all the elements back into the original
packaging and contact your supplier.

ATTENTION!

If the device has been taken from a room with lowetemperature you have to wait until it
warms up to the temperature in the room where it wi work. You mustn’t switch the device on
after it has been taken from a colder room. Conderadion of steam, present in the air, might

cause short circuit and, consequently, damage theedice.

All rights reserved © NOVUS Security Sp. z o.0.
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STARTING THE DEVICE

2.2 Electric connectors on the back panel

NV-DVR216/CD

o—im

NV-DVR208/CD

'Ti
1. RS-/485, ALARM RS-485 connection for PTZ camera control, alanpuis and outputs;
2.RS-232 D-Sub 9 PIN connection for service purpose;
3.ETHERNET RJ-45 socket for network connection;
4.VIDEO INPUT video inputs for camera connection;
5. MONITOR main monitor connection;
6.VCR VCR output with the same function as main monitor caefing;
7.DC12V power supply socket2V DC 5.83A;

All rights reserved © NOVUS Security Sp. z o.0.
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STARTING THE DEVICE

2.3 Connecting of peripheral devices

System connecting should be done by qualified .sBxfore connecting system elements you need tdidaise
yourself with the diagram presented below. Depemdin requirements, specific system will consistaof
different number peripheral devices. Monitors, ceaseand other devices have to be bought separately,
depending on your needs. The description concercongecting external devices can be found in tHevitng
chapters of this manual.

All rights reserved © NOVUS Security Sp. z o.0.
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STARTING THE DEVICE

2.4 HDD installation

NV-DVR208/CD and NV-DVR216/CD digital multiplexeedlow users to install two HDDs. One disc
is installed inside the device and the other sndaced in the swappable bay.

NOTICE: Producer advices utilizing HDDs manufactured by Hitachi.
Max. allowed capacity of single HDD is 400GB.

WARNING: Producer does not recommend utilizing Samsung or Western Digital.
Novus Security Sp. z 0.0. does not take respdnisity for problems caused by
using improper HDD.

Before installing HDD please make sure that jumpeesset properly.

When using only one HDD it mube set in MASTER mode. When using two HDDs onthefn must
be set in MASTER mode and the second in SLAVE m&t2D configuration, of specified type and
manufacturer, is described in the HDD manual segplvith the HDD.

SJUUUUUUU == ——

(MASTER)

WARNING: Ff the disc has been used in some otherestice (multiplexer or PC) it formatting
will start during the first run of the device. Pease have it in mind due to possible
data loss.

All rights reserved © NOVUS Security Sp. z o.0.
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STARTING THE DEVICE

2.5 Switching On/Off.

Before switching the device on, please make suat timee power supply (voltage and frequency)
conforms to device requirements. Also make suaedh peripheral devices are properly connected.

WARNING: It is not advised to connect any peripheal devices (cameras and monitors
included) while the multiplexers is switched on.

You start the device by plugging it into a socket.

The system loading procedure takes about 30 seconds

During this procedure information about system ingé&nd HDDs checking appear on the screen.

Do not press any front panel buttons during thaecpdure.

The loading procedure is completed when cameraemagpear on the main monitor together with
their description and the system time.

In order to switch the device off stop recordimgl anplug the power cord.

All rights reserved © NOVUS Security Sp. z o.0.
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FRONT PANEL DESCRIPTION

3. FRONT PANEL DESCRIPTION

B 8)
OO
NV-DVR208/CD / NV-DVR216/CD

1. Multiplexer operating status diodes.
2. USB connection port for software update.

3. Channel selection buttons; speed dome camertaottuttons in PTZmode - full description in
chapter 9.

4. PLAYBACK/RECORDING buttons group;

MODE - display mode change button.

REC - panic recording button.

STOP - recording or playback stop button.

PLAY - playback button, pressing button for 3 secondsesearch menu.
5. Cameras “live” display buttons group.

PTZ - speed dome camera control button.

FREEZE - freezing or pause button (in playback mode, digmf next frames is done by using
cursor buttons ).

ZOOM/SEQ - digital zoom button, by using cursor buttons zcermeas are selected; camera images
sequence switching.

6. MENU - setup buttons group.
MENU - enter/exit multiplexer on screen menu.
ENTER - selection confirmation button.
NEXT - next option display button
- screen menu cursor buttons.
+ - -values increase or reduction.
7. CD-RW drive.

All rights reserved © NOVUS Security Sp. z o.0.
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STATUS INFORMATION

4. STATUS INFORMATION

After switching the device on following status inflaation appears on the monitor screen.
In case of activating of a particular function tilresponding icon changes its color.

HDD status

In playback mode: current playback position

In I"live” display mode: the amount of recorded data

Network connection status

Disconnected

Connected :“:
e

r

1

Current date and time 2005/JUN/03pm08:0p:18
2

3

e 3
[ o —]

il
#

FREEZE

SEQUENCE

10

11

ZOOM

15

Alarm recording

Continuous recording

720x240(720x288)
360x240(360x288)

_ 360x120(360x144)

ogd
: : : oo
Motion detection recording

Camera title

14

2[¥]|s(sl= |~ lmlcle]

>
)
2
3
=
@
5]
)
Q
=1
=}
@
~
=
@
o
e

Schedule recording (green)
No recording (white)
Stop

Play

Backward playback

Pause

1/16~1/2x playback
1/16~1/2x backward playback
2~4x playback

2~4x backward playback
16~64x playback

16~64x backward playback

BASIC

NORMAL

ENHANCED

FINE

SUPER FINE
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MULTIPLEXER'S MENU

5.MULTIPLEXER'S MENU
5.1 Logging in

In order to login to the system press thigy'Z 8 E X W WhRIQ input password (max. 8 digits) using

1~10 camera buttons. Password is confirmed by piges6Z 7 (4 If you want to delete incorrect digit
please use button (BACK SPACE function).

DVR LOGIN

ENTER PASSWORD

INPUT YOUR OWN PASSWORD.
TO EXIT, PRESS [MENU]

If the password was input correctly $ ‘0, 1 /2 *, Inéssage appears on the screen and multiplexer’s

menu is displayed
In case of the incorrect password the device rsttameal time display.

The device does not have any default passwordrdardo log in pressO (1 & button and accept by
pressing(17(4

Factory default password:

Admin: None
MANAGER ,1"
USER.1-8 ,2~9"

Individual password for each user is recommendeafrder to protect the device against unauthorized
access.

ATTENTION: Please do not forget your new passwordln order to recover forgotten password
service help is indispensable.

ATTENTION: After first system run, system clock shauld be adjusted, factory default shall be
set and installed HDDs shall be formatted.

All rights reserved © NOVUS Security Sp. z o.0.
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MULTIPLEXER'S MENU

5.2 System menu

NV-DVR208/CD and NV-DVR216/CD digital multiplexerare equipped with multi level OSD (on
screen display) sub-menus. These menus are uspdofgnam settings and executing functions such as
playback or copy.

In order to enter the device menu pressMiieNU button.

| SYSTEM MENU I

DISPLAY SETUP

CONFIGURATION

RECORD SETUP

BACK-UP

EXTERNAL DEVICES

FACTORY DEFAULT

LANGUAGE ENGLISH

LANGUAGE SELECT + -

SELECT MENU: , & [ENTER]

The main menu consists of 7 sub-menus. The contdntise sub-menus are described on the next
pages of this manual.

These buttons  are used to select menu items.
The ENTER button is used for selection approval, entry siib-menus or edition field.
To modify selected values use- buttons.

You exit menu by pressinglENU. All changes are automatically saved. In order tib eenu or to
return to higher menu level from each sub-menusealitibn bars press tid¢ENU button.

All rights reserved © NOVUS Security Sp. z o.0.
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MULTIPLEXER'S MENU

5.3 Display setup

| DISPLAY SETTINGS |

SCREEN DISPLAY
MONITOR SETUP

SELECT MENU: , & [ENTER]

There are two sub-menus in tBdSPLAY SETUP menu:SCREEN DISPLAY and MONITOR
SETUP.

5.3.1 Screen display

| SCREEN DISPLAY |

LIVE
PLAYBACK

SELECT MENU: , & [ENTER]

In LIVE andPLAYBACK sections, settings of status device informationpfayback and live modes
are located.

All rights reserved © NOVUS Security Sp. z o.0.

17



NV-DVR208/CD, NV-DVR216/CD, N-Viewer 200, N-BackupPlayer ver. 1.3 - user’s manual

MULTIPLEXER'S MENU

There is possibility of setting the following paraet@rs inLIVE section:

TIME / DATE: date and time displaying;

ICON DISPLAY: freeze, sequence and digital zoom icons displaying;

DVR STATUS: displaying device status icon concerning recayamode, resolutions, recording
quality and networking;

REC / PLAY BAR: HDD capacity bar displayed in a live mode;

CAMERA TITLE: camera title displaying;

There is possibility of setting the following paraters inPLAYBACK mode:

TIME / DATE: date and time displaying;

DVR STATUS: displaying device status icon concerning recayamode, resolutions, recording
quality and networking;

REC / PLAY BAR: current playback position bra displaying;

CAMERA TITLE: camera title display;

5.3.2 Monitor setup

In order to correctly set the monitor, after seleMONITOR SETUP and therCOLOR BAR
TEST the multiplexer displays test screen.

All rights reserved © NOVUS Security Sp. z o.0.
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MULTIPLEXER'S MENU

5.4 Configuration

| CONFIGURATION |

HDD MANAGEMENT
TIME / DATE SETUP
CAMERA SETUP
INTERVAL SETUP
ALARM SETUP
BUZZER SETUP
PASSWORD SETUP
SYSTEM INFORMATION

SELECT MENU: , & [ENTER]

There are 8 sub-menus@ONFIGURATION menu.

5.4.1 HDD management

There areHDD SETUP andHDD INFORMATION sub-menus iHDDs MANAGEMENT menu.

5.4.1.1 HDD setup

The following menu is displayed after selecttipD SETUP.

| HDD SETUP |

STATUS HDD TIME/DATE
BEGIN  MASTER 2007/02/06
11:05:10
RECORD MASTER 2007/02/06
11:05:30
PLAY MASTER 2007/02/06
11:05:20
HDD STATUS IN USE
HDD FORMAT IN USE
HDD CLEAR: [ENTER], EXIT: [MENU]

BEGIN MASTER option is used to display date and time of the Wesy recorded data.
RECORD MASTER option is used to display date and time of therestrded data.
PLAY MASTER option is used to display date and time of the péesged images.

HDD STATUS option is used to display device operation infoiorat

HDD FORMAT option is used to format HDD after putting admirsgaord.

All rights reserved © NOVUS Security Sp. z o.0.
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5.4.1.2 HDD information

The following menu is displayed after selecttiD INFORMATION.

| HDD INFORMATION |

[MASTER]
MODEL HDT722255DLAT80
SPEED PIO-2
SIZE 250,059,350,016 BYTES
START 2007/01/07 10:28:44
END 2007/01/07 11:28:44
[SLAVE]
MODEL HDT722255DLAT80
SPEED PIO-2
SIZE 250,059,350,016 BYTES
START 2007/01/07 10:28:44
END 2007/01/07 11:28:44
TO EXIT PRESS [MENU]

HDD title, speed (transfer type), HDD size, startl end of recorded images are displayed
for master and slave HDDs.

5.4.2 Date/time setup

| DATE / TIME SETUP |

YEAR
MONTH

DAY 2007/FEB/O7
HOUR

MINUTE AM11:02:50
SECOND

SELECT: , CHANGE VALUE: + -

DATE/TIME SETUP option is used to change date and time.

NOTICE: Any changes of date/time setup require HDD format.

All rights reserved © NOVUS Security Sp. z o.0.

20



NV-DVR208/CD, NV-DVR216/CD, N-Viewer 200, N-BackupPlayer ver. 1.3 - user’s manual

MULTIPLEXER'S MENU

5.4.3 Camera setup

The following menu appears after selectC§MERA SETUP.

| CAMERA SETUP |

CAMERA TITLE
CAMERA COLOR SETUP
CAMERA ACTIVE SETUP
MOTION SETUP

SELECT MENU: , & [ENTER]

CAMERA SETUP menu consist of 4 sub-menus:
CAMERA TITLE
CAMERA COLOR SETUP
CAMERA ACTIVE SETUP
MOTION SETUP

5.4.3.1 Cameratitle

The following menu appears after selectC§MERA TITLE .

| CAMERATITLE |

0123456789 ABCDEFGHIJKLMNO
PQRSTUVWXYZ W#_[[*+-,..<=>?@

CAMERA 01 CAM-1
CAMERA 02 CAM-2
CAMERA 03 CAM-3
CAMERA 04 CAM-4
CAMERA 05 CAM-5
CAMERA 06 CAM-6
CAMERA 07 CAM-7
CAMERA 08 CAM-8

[ENTER]: SELECT MODE
[ / ]SELECT CAMERA

Please set title for each camera among availabigemu (maximum 8 characters for camera) by using
toggle buttons- -.

All rights reserved © NOVUS Security Sp. z o.0.
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5.4.3.2 Camera color setup

The following appears after selecti@cdMERA COLOR SETUP sub-menu.

| CAMERA COLOR SETUP |

BRIGHTNESS +0
CONTRAST +0
SATURATION +0
HUE +0
SELECT: CHANGE VALUE: + -

Settings of above parameters concern all camerasected to the device. Parameters settings are
settled in range of —32 ~ 31. Default value is O.

5.4.3.3 Camera activity setup

The following menu appears after selectC§MERA ACTIVE SETUP.

| CAMERA ACTIVE SETUP |

CH STATUS LIVE REC
01 LOSS OFF ON
02 LOSS ON ON
03 ACTIVE ON ON
04 ACTIVE ON ON
05 ACTIVE OFF ON
06 ACTIVE ON ON
07 ACTIVE OFF ON
08 LOSS ON ON
SELECT: , & [ENTER]
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There are 8 or 16 channels displayed in first coludepending on model 8 or 16.

The information about camera connection to the aeACTIVE) or about loss of signaL(OSS)
is displayed in th&TATUS column.

Each channel can be turned on or off on main mondigplay in theLIVE column.

NOTICE: If you turn off channel display on main monitoow will be able to see “live” display
remotely usindN-Viewer200 software.

Each channel can be turned on or off from recordidgpendently of main monitor display in tREC
column.

5.4.3.4 Motion setup / Motion configuration

The following appears after selectiftPTION SETUP / MOTION CONFIGURATION.

| MOTION SETUP |

SENSITIVITY 4
REC. TIME 05 SEK
SELECT: , CHANGE VALUE: + -

Motion detection sensitivity (1-low, 2-medium, 33hj 4-maximum) for all channels is adjusted
in theSENSITIVITY GRADE section.

Motion detection recording time is set in RECORD DURATION section. Default value is 5 sec.
Parameter is defined within the range of 1 ~99 sec
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5.4.4 Interval setup

The following appears after selectifngTERVAL SETUP .

INTERVAL SETUP
SWITCHING INTERVAL
FULL SCREEN 03SEC
EVENT RECORD
EVENT UPDATE TIME 600SEC
SELECT: , CHANGE VALUE: + -

Sequence switching time for all cameras displayefiili screen on the main monitor can be adjusted
in INTERVAL SETUP menu.

Minimum time of event list update is definedBWENT RECORD / EVENT UPDATE TIME menu.

If event update time is set for 20, it means ttdrahis time next motion detection event is adttked
the event list.

NOTICE: Setting the same values f&VENT UPDATE TIME and RECORD DURATION
in MOTION CONFIGURATION sub-menu is highly recommended.

5.4.5 Alarm setup

The following menu appears after selecthigARM SETUP .

ALARM SETUP |

CHANNEL CHO1
ALARM INPUT N.O.
DURATION 002
N.O.......... .. e NORMAL OPEN
N.C......... i NORMAL CLOSE
e e DISABLE

SELECT: , CHANGE VALUE: + -
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Please select alarm input@HANNEL option.

Alarm input type (N.O. or N.C.) is defined or deaated iINnALARM INPUT sub-menu.
Alarm dwell equal to alarm recording time is seAIKARM DWELL sub-menu.
NOTICE: Alarm input is not active if video loss appetosthe specific camera input.

5.4.6 Buzzer setup

The following menu appears after selectisldZZER SETUP.

| BUZZER SETUP |

ALL S
KEY BEEP ON

VIDEO LOSS OFF
ALARM ACTIVE OFF
MOTION DETECT OFF

SELECT MENU: , & [ENTER]

Events that activate the internal are defined @BUZZER SETUP sub-menu.

For all events defined below the internal buzzey tmaactivated iALL option is set t@DN.

The internal buzzer is activated by pressing artyobwof the front panel IKEY BEEP option is set
to ON.

The internal buzzer is activated when video loggpkas at any channelMiDEO LOSS option is set
to ON.

The internal buzzer is activated when alarm inputiggered fALARM ACTIVE option is set t@ON.
The internal buzzer is activated after motion diédecat any channel MOTION DETECT option is
set toON.
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5.4.7 Password setup

The following menu appears after selecttSSWORD SETUP.

| PASSWORD SETUP |

USER ID USER 2
USER PW

NEW PW

CONFIRM

[ ]CHANGE USER ID
[K1 - K10] INPUT PASSWORD
[ENTER] CHANGE PASSWORD

TO EXIT, PRESS [MENU]

Please select the user from all available usemitadnanager, user 1~8) in tlSER ID sub-menu.
Type in the current user password using cameramgiih theUSER PASSWORD sub-menu.
Type in the new user password using camera buitaihe NEW PASSWORD sub-menu

Please confirm new user password using cameransuitidheENTER sub-menu.

NOTICE: button deletes incorrect characters (black cursor).

5.4.8 System information

The following menu appears after select8iSTEM INFORMATION.

I SYSTEM INFORMATION I

S/W VERSION V1.06
H/W VERSION REV-C./ ES5
PRODUCT ID

01P-2634-001008-AR-01
MASTER

HDT722525DLAT80
SLAVE
CD-R

TSSTcorpCD-R/RW  TS-H292C

TO EXIT, PRESS [MENU]

The SYSTEM INFORMATION menu is not editable as it contains informationwhthe installed
software version, firmware version and specificatd the installed HDD and CR-RW.
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5.5 Recording setup

| RECORD SETUP |

RECORD CONFIGURATION
SCHEDULE SETUP
HOLIDAY SETUP

SELECT MENU: , & [ENTER]

There are 3 sub-menus in tRECORDING SETUP menu:RECORDING SETUP, SCHEDULE
RECORDING SETUP andSELECTED DAYS SETUP.

5.5.1 Record configuration

The following menu appears after selectiRigCORDING SETUP .

| RECORD CONFIGURATION |

OVERWRITE ON
MULTIPLEX DUPLEX
QUALITY SUPER FINE
RESOLUTION 25IPS@720x288
RECORD IN ALARM 1/1x
RECORD IN MOTION 1/1x
CONTINUOUS RECORD 1/5x

SELECT: , CHANGE VALUE: + -

Please select the HDD recording mode in @MéERWRITE sub-menu. If this option is set ©N
the recording process is “repeated”. It meansitHtdDD capacity reserved for recording is exhausted
the system starts overwriting data previously stava that HDD. |If this option is set ©OFF, the
system stops the recording process when the alal#DD capacity is used.

The device operation mode is defined in M&LTIPLEX sub-menu. Whe®DUPLEX is selected, the
multiplexer allows for simultaneous recording +wetking or playback + networking. In other words,
recording is stopped while playback. Wh@RIPLEX mode is selected, multiplexer allows for
simultaneous recording + playback + networking.other words recording is still proceeded while
playback.

NOTICE: In TRIPLEX mode recording is decreased by half while playb&additionally playback
is rather general and not all recorded frames spayed. In order to playback recorder data
in details, please change the modedaPLEX.
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The recorded image compression level, in other waite recorded image quality, is defined
in the QUALITY section. There are 5 compression levels: maximugh, heightened, standard, low.

Recording resolution and maximum recording speedat in theRESOLUTION sub-menu.
NV-DVR208/CD multiplexer records with the followirgpeed for the following resolutions: up to 25
fps (720 x 288), up to 33 fps (360x288), up to 166 (360x144). NV-DVR216/CD multiplexer records
with the following speed for the following resolomis: up to 50 fps (720 x 288), up to 100 fps
(360x288), up to 100 fps (360x144).

NOTICE: Recording speed relates to the whole device aisdprmanently assigned to each camera.
It does not change depending on the number ofeagideo channels.

Recording speed is defined as a fraction of theimax speed. The user can define speed for
RECORD IN MOTION, RECORD IN MOTION, CONTINUOUS RECORD modes independently.
For example, for 1/1x recording speed, the mulkipteecords with maximum available speed, for 1/2x
recording speed, the multiplexer records with béalhaximum available speed.

5.5.2 Schedule setup

The following menu appears after select8@HEDULE SETUP.

| SCHEDULE SETUP |

SUN MON TUE WED THU FRI SAT
00-02 AM- AM- AM- AM- AM- AM- AM-
02-04 AM- AM- AM- AM- AM- AM- AM-
04-06 AM- AM- AM- AM- AM- AM- AM-
06-08 AM- AM- AM- AM- AM- AM- AM-
08-10 AM- AM- AM- AM- AM- AM- AM-
10-12 AM- AM- AM- AM- AM- AM- AM-

MODE: ALL 1/2

SELECT: , & [NEXT], EDIT: + - [MODE]
A: ALARM, R: MOTION, C: CONTINUOUS

If the multiplexer does not record in the panicareling mode, which is being started by pressing the
REC button, on the front panel, it records accordiriglthe above schedule setup.

Recording schedule may be set for two-hour periodsvery day of the week.
Using theMODE button, the schedule edition mode can be chang#wifollowing ways:
ALL - settings relate to all periods of time, all caaseand days of the week;

SELECT ALL - deleting of all settings concerning all perioaistime, all cameras and days of
the week;

TIME CELL - settings relate to two hours period of time fortigatar day of the week, for all cameras;
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WEEK - settings concern all cameras and periods of timene day of the week;
TIME ZONE - settings relate to two-hour periods of timedfircameras and all days of the week.

Using + - buttons recording mode can be sét: - alarm recording M - motion recording
C - continuous recordingAbove modes can be used together.

NOTICE: The multiplexer records in the schedule recordirglenafter: power up, exiting from menu
mode, finishing searching or playback and presSIM@P button. The device records in
panic recording mode once the EC button is pressed.

5.5.3 Holiday setup

The following menu appears after selectii@LIDAY SETUP.

| HOLIDAY SETUP |

<JAN> 000/100

S M T W T F S

1 2 3 4 5
6 7 8 9 10 11 12
13 14 15 16 17 18 19
20 21 22 23 24 25 26
2r 28 29 30 31

MODE: EDIT HOLIDAY
SELECT: , EDIT: [ENTER] & [MODE]

Please define vacation days or any other specid ohatheHOLIDAY SETUP sub-menu. During
those days the device records accordingly to g@stilone in this menu.

NOTICE: Vacation days or any other special days listIshal updated at least one a year due
to calendar changes. The system allows to defirte 400 special days.

At one time there is one month presented on theescr
In order to go to the next month, please pMEXT button.
Using theMODE button the way of schedule edition can be charfiged

EDIT HOLIDAY - using theENTER button setting of special days can be done;

CLEAR MON DATA - using theENTER button deleting of special days for selected months
can be done;

CLEAR ALL - using theENTER button deleting of all special days can be done;

NOTICE: The device does not record in the following cases:
Device menu is displayed;
No cameras connected;
HDD is fully occupied and the overwrite functionnst selected;
The recording is disabled in schedule setup.

All rights reserved © NOVUS Security Sp. z o.0.

29



NV-DVR208/CD, NV-DVR216/CD, N-Viewer 200, N-BackupPlayer ver. 1.3 - user’s manual

MULTIPLEXER'S MENU

5.6 Recorded data backup

The following menu appears after selectB®§yCK-UP / D-R SETUP.

| CD-R SETUP |

HDD
START 2007/01/07 10:29:44
END 2007/01/07 11:29:44
CD-R 700MB
START 2007/01/07 10:29:44
END 2007/01/07 10:59:44
SIZE: 450MB 700MB
BURN
CD-R MEDIA IS DETECTED

NV-DVR208/CD, NV-DVR216/CD multiplexers are equigpeith a CD recorder. Thanks to the CD
recorder there is a possibility to backup recordath on CD-R and CD-RW discs. In order to avoid
any problems with compatibility and durability oddkup using products by reputed manufacturers is
recommended.

NOTICE: the DVD backup is unavailable.
Size of the backup file depends on the lengthhefrecorded images, recording speed and quality of
the images that are backed up. All recorded chararel backed up at one time.

NOTICE: When entering backup menu network connection isgosuspended.

In order to backup data onto a CD, please put idleidto the CD-RW recorder and enter B8R&CK-
UP sub-menu

Period of the recorded data to be copied is digalay theHDD section.

In order to setup starting date and time pleaséneleéhe beginning of the recorded data and its
maximum size in MB. This is done in tIBTART andSIZE settings. Due to this procedure, system
defines end date and time automatically.

NOTICE: Disk is closed automatically after burning procedurhat means no more sessions can be
added on the disk.
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In case of using CD-RW disks, there is no possyboif deleting existing content before backup. In
order to use such a disk please erase the datacther device (e.g. PC).

Please start backup after setting all parametatecStheBURN option and presENTER to start
backup

During the backup process the system displays grese bar. CD tray will be pulled out when the

process is complete. Please do not press any butitatii the backup process is finished. In case of
backup problems (e.g. when the disk is closed)@ppate information is displayed.

5.7 External devices

The following menu appears after selecttti{TERNAL DEVICE .

| EXTERNAL DEVICE |

TCP/IP SETUP
RS-232C SETUP
PTZ SETUP

SELECT MENU: , & [ENTER]

EXTERNAL DEVICE menu consist of 3 sub-menus
TCP/IP SETUP
RS-232C SETUP
PANTILT SETUP
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5.7.1 TCP/IP setup
The following menu appears after selecti@P/IP SETUP .

| TCP/IP SETUP |

IP CONFIG SETUP

CONNECTION SETUP

DHCP SETUP AUTOMATIC
SELECT MENU: , & [ENTER]

5.7.1.1 IP config setup
The following menu appears after seleciRgCONFIG SETUP.

| IP CONFIG SETUP |

MAC ADDRESS
00-0A-A5-06-6C-46
IP ADDRESS
192.168.002.190
IP PORT
50000
GATEWAY

192.168.002.190

SUBNET MASK
255.255.255.000
DHCP SETUP
MANUAL

SELECT MENU: , & [ENTER]

The NETWORK SETUS menu contains parameters related to network aparat the device. Please
contact your network administrator before starwogfiguring these settings in order to set corest
legal network parameters.

MAC ADDRESS: hardware Ethernet address of the network card-iouitiultiplexer;

IP ADDRESS: unique IP address in the network;

IP PORT: network port for image transmission;

GATEWAY : internet gate for external network connection;

SUBNET MASK: network mask;

DHCP SETUP: selected addressing mod¢ANUAL - parameters are set permanently and manually,
AUTOMATIC - parameters are assigned automatically by the BB ver. In this case only the port
number setup is editable.
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5.7.1.2 Connection setup
The following menu appears after select@@NNECTION SETUP.

| CONNECTION SETUP |

TIMEOUT 200MSEC
RETRY COUNT 08
SELECT: , CHANGE VALUE: + -

Maximum allowed time for establishing connectiorthmihe multiplexer is defined in thREIMEOUT
section. For a low bandwidth network increasingwalelie set in this position is recommended.

The maximum number of attempts at connecting iddfin theRETRY COUNT section.

5.7.1.3 DHCP setup
The following menu appears after selecti’igCP SETUP.

| DHCP SETUP |

DHCP MODE AUTOMATIC

DETECT IP

DNS SERVER 000.000.000.000

IP ADDRESS 192.168.002.190

SUBNET MASK 255.255.255.000

GATEWAY 192.168.002.190
SELECT: , CHANGE VALUE: + -

IP addressing mode can be set as automatic or marDBICP MODE. In case of manual setup, please
define network setup manually in thie SETUP sub-menu. In case of automatic setup, please run

IP DETECT feature.
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5.7.2 RS-232C setup

Service port.

5.7.3 PTZ setup

The following menu appears after selectt®@NTILT SETUP.

| PANTILT SETUP |

COMMAND SETUP
SPEED SETUP

SELECT MENU: , & [ENTER]

5.7.3.1 Command setup
The following menu appears after select€@MMAND SETUP.

| COMMAND SETUP I

CHANNEL 01
MODEL NOVUS-C1
PTZ 1D 000
BAUDRATE 4800 BPS
CMD DELAY 1 MSEC

COMMAND PAN/TILT STOP

LENGTH 07

CODE A5 00 10 OD 88 559F

SELECT: , CHANGE VALUE: + -

In order to ensure compatibility of the multiplexeith PTZ cameras, all setup should be compliant
with the settings of cameras. If there is no PTiahea in the system, it is not necessary to make any

changes. The model of PTZ camera (protocol), catizr&ransmission speed and delay between each
camera are defined in this sub-menu.

TheCHANNEL section defines the channel number where the Pi@iais connected.

Telemetry protocol of camera control is set in MODEL section. The following protocols are
available:Novus-C1, Novus-C2, N-Control, Pelco-D.

ID number of the camera connected to the sele@pei@ output is defined in tIRTZ ID section.
Delay between sent commands is set inGhD DELAY section.

All available commands for the protocol, togethethwheir code, are displayed @OMMAND &
LENGTH & CODE lines.
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5.7.3.2 Speed setup

| SPEED SETUP |

PAN SPEED ]
TILT SPEED |

ZOOM SPEED [ I
FOCUS SPEED [

SELECT: , CHANGE VALUE: + -

The speed of each control function, such as p#inztom and focus, are defined by means of the
appropriate bar in the above menu options.

5.8 Factory default
The following menu appears after selectiR@CTORY DEFAULT .

| FACTORY DEFAULT |

ALL ON
SCREEN DISPLAY ON
CAMERA COLOR SETUP ON
MOTION SETUP ON

PANTILT SETUP ON
SCHEDULE SETUP ON
CONFIGURATION ON
RUN

SELECT MENU: , & [ENTER]

Default setup can be restored in tRCTORY DEFAULT menu of multiplexer. Loading default
setup may concern all menu parametekkL( option) or each sub-menu of the multiplexer. The
contents of the above sub-menus was describe@ iprdvious sections of this manual.

In order to restore default setup please set eptihroand accept it by pressing tBATER button
after selectingg TART position
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5.9 Language

| SYSTEM SETUP |

DISPLAY SETUP

CONFIGURATION

RECORD SETUP

BACK-UP

EXTERNAL DEVICES

FACTORY DEFAULT

LANGUAGE ENGLISH

LANGUAGE SELECT : + -

SELECT MENU: , & [ENTER]

The multiplexer menu is available in 14 languadgemnguage versions are divided into following
groups depending on the firmware version installed:

1.  English, Portuguese, Spanish, Dutch, Germalmn{aCzech, Polish, Russian, Turkish, (10);
2. English, Portuguese, Spanish, Dutch, Germalmrterench (7);
3.  English, Czech, Polish, Russian, Turkish, Fimnigkrainian, Greek (8).
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6. RECORDING

NV-DVR208/CD and NV-DVR216/CD multiplexers allowrfpanic recording (activated by the orange
REC button) and schedule recording. Only channels watiive recording functions are recorded in all
recording modes (see chapter 5.4.3.3).

The default multiplexer recording mode is schedeleording. When you press tREC button the
multiplexer starts recording in the panic recordmgde (with the highest resolution, in best quality
and with maximum speed).

Current recording status can be monitored by olbsgrinformation displayed on-screen and LED
diodes on the multiplexer front panel.
[®] Red icon informs that alarm recording is in procasshis moment. Additionally, red LED
REC diode is lit.

'®1 Green icon informs that schedule recording is iocpss at this moment. Additionally, red
LED REC diode is lit.

o] White icon informs that schedule recording is mopfocess at this moment. Additionally, red
LED REC diode is not lit.

Yellow icon means that the multiplexer operateshm schedule recording mode and alarm
occurs.

Yellow icon means that the multiplexer operatethimm schedule recording mode and motion
detection occurs.

Yellow icon means that the multiplexer operatetha schedule or panic recording mode and
it records continuously.

Icon means that the multiplexer records with 72@&ssolution.
Icon means that the multiplexer records with 36@&solution.
— lcon means that the multiplexer records with 3@@xdesolution.

Icons mean that multiplexer records with the v@bacompression levels:
super fine, fine, enhanced, normal, basic

If the device operates in schedule recording, @s@arms and motion detection, in the event of
"stand-by mode" red LEREC blinks.

NOTICE: Multiplexer does not record in the following cases:
Entering into multiplexer menu;
No cameras connected;
HDD is fully occupied and the overwrite functionnst selected;

Schedule recording is disabled.
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7. PLAYBACK

NV-DVR208/CD and NV-DVR216/CD allow for finding dieed recordings in three ways. First search
option is the possibility of searching the datarbgans of a search bar. Second search option is by
specified time and date. Third search option imelist searching. In order to entSEARCH mode
please press and hdkLAY button for at least 2 seconds.

SEARCH BAR
TIME / DATE
EVENT LIST

SELECT MENU: , & ENTER

NOTICE: Simultaneous local and network playback is impdesilm case of starting local playback
the network connection is being terminated. Varisaseen display modes such as local
display on monitor or by network is possible.

7.1 Search bar

After selectingSEARCH BAR option, event list search bar is displayed onestre

[START] 07/JAN/16 AM 11:38:34
[END]  07/JAN/16 PM 01:27:32

[TARGET DATE/TIME]
2007/JAN/16  AM 11:50:24

015%

SELECT: + -

SEARCH: [ENTER], EXIT: [MENU]

Exact date and time of playback are selectable regsing the+ - buttons and thus moving the
percentage search bar.
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7.2 Time / date search

When this option is selected, time and date menuisplayed. Additionally, recording range
information appears at the top of the screen.

[START] 07/JAN/16 AM 11:38:34
[END] 07/JAN/16 PM 01:27:32

INPUT DATE/TIME
2007/JAN/16 AM 11:50:24

SELECT: , EDIT: + -

SEARCH: [ENTER], EXIT: [MENU]

When theENTER button is pressed, playback is initiated.

Recording is automatically started in 9 or 16 screéision (according to the multiplexer version).

During this time there is possibility of changirtgetdisplay mode by means of the cursor buttons or
numerical keys.

During playback the following buttons are active:
PLAY - forward playback;
PLAY - additionalPLAY button pressing will change playback for backwaayipack;

- forward or backward playback speed change. Durlagback, additional pressing
switches speed to x2, x4, x8, x16, x32 of noirspaed;

- forward or backward playback speed change, each@ual pressing switches
playback speed to x1/2, x1/4, x1/8, x1/16, xld8R2ominal speed;

FREEZE - pause button. When this button is pressed forirt$tetifne playback is stopped and
single image is displayed; in order to view nedges please press buttons;

STOP - playback stop and playback menu exit;
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7.3 Event list search
When you select thEVENT LIST option, event list will be displayed on screen.

CH EVENT TIME/DATE 001/100
02 LOSS 2007/01/16 12:22:13
02 LOSS 2007/01/16 12:22:13
01 LOSS 2007/01/16 12:22:13
11 MOTION  2007/01/16 12:22:13
14 MOTION  2007/01/16 12:22:13
09 LOSS 2007/01/16 12:22:13
12 LOSS 2007/01/16 12:22:13
11  LOSS 2007/01/16 12:22:13
03 LOSS 2007/01/16 12:22:13
SELECT: , PAGE: + -
SEARCH: [ENTER], EXIT: [MENU]

Further pages are selected by ustng buttons. In order to move to the selected evergsglaise
buttons and pred<SNTER.

During playback all buttons described in previohapter are active.
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8. CONNECTING PERIPHERAL DEVICES TO ALARM INPUTS AN D OUTPUTS

NV-DVR208/CD and NV-DVR216/CD multiplexers are epgpéed with 8 and 16 alarm inputs
accordingly, that allow for connection of exterdavices.

When external alarm function is active, alarms wot be registered in the Event List, if recording
is disabled or if related camera is not connected.

In order to record alarm recordings, please setratacording for selected cameras and period of tim
in schedule recording mode.

In case of the panic recording mode, multiplexeactigates alarm inputs during alarm recording
process.

NV-DVR208/CD and NV-DVR216/CD multiplexers have ailbin clamp junction terminal. Inputs
operate in the TTL/CMOS standards. Therefore, thegept 5 volts voltage and grounding. Alarm
input will be activated when low or high logicahst appears according to theARM menu settings.

Biniatitid _

External connector
(e.g. reed-relay)

|
M u.li;b.l .e.).(.e.I: .............. I.r; I.D.L;t. .I; I .\
F 1

= ground
GND y J_
................................. i = EXternal Circuit
ground
e ¢ e f e— o e— o e— e— o —

Notice: both alarm inputs and outputs are not proteted against voltage surges. Alarm inputs and
outputs should be protected (by means of externaledices) against voltage surges, which may
damage them.

NV-DVR208/CD and NV-DVR216/CD are equipped with rataoutputs that allow for controlling
external devices. Both outputs modes: NO and NCaaedlable. Alarm output current load cannot
exceed 1A/ 30V DC or 0,5A/ 125V AC.
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9. PTZ CAMERAS - CONNECTION AND CONTROL

NV-DVR208/CD and NV-DVR216/CD multiplexers allowsrfcontrolling 8 or 16 cameras (speed
dome, standard digital and optical zoom camerasippgd with RS-485. Control lines are connected
in the “daisy chain” mode. Camera control is pdssiby using buttons on the front panel or by
utilizing net software. In order to control cameraach camera must have unique address within the
system.

Control is done by Novus-C, Novus-C1, Novus-C2 eic®-D protocols.

Notice: All cameras in the system should be set tdentical protocol and baud rate (please check
speed dome camera manual).

Camera connection description applies to NOVUS cameln order to connect cameras of other
producers, the user should contact a NOVUS autkdrdistributor and familiarize oneself with the
camera user’s manual.

9.1 Novus speed dome camera connection

Speed dome camera control lines are connected‘daigy chain” mode utilizing twisted pair cable
(UTP 5th class). The maximum length of line carexateed 1200m.

Telemetry control signals are led to the clamp fiomcterminal.
Clamp no. 1 - RS-485 Tx -, Clamp no. 2 - RS-485+Tx

9.2 Camera control

Please press tHeTZ button in live mode in order to enter camera cdmtrode. Then, select camera
which you want to control by using- buttons.

Commands on the green background appears in thedafer, suggesting that the multiplexer is in
camera control mode and some of buttons chang&dihetions:

cursors are assigned to control pan and tilt
Required command may be selected by usingNEXT button and activated by pressiBY TER.

In order to control commands such as zoom, contsastter, delete preset, save preset, activasefpre
or auto scan function, numeric buttons should bedudhere are additional, PTZ related features
assigned to numerical values.

In order to setup numerical values for some commdpdtrol or preset number) please BE8eandF4
buttons.

Additional PTZ button pressing opens the setup menu. Pre§&WIER lets the user into the menu.
All settings and menu navigation depend on théogad and controlled cameras.

In order to exit the camera control mode, pleasspbuttolPTZ once again.
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Exemplary CCTV system based on NV-DVR216/CD muidtyglr and Cambspeed dome camera

UTP cat. 5 twissted pairEabIe max 1200m
»

max 1,5 m
max 1,5 m

Il i |
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10. NETWORK CONNECTION FEATURE

NV-DVR208/CD and NV-DVR216/CD digital multiplexemsllow for network operation via TCP/IP
protocol. Network connection is made KyViewer 200 software.

One user may connect with the multiplexer in “livebde and select different camera view or screen
split.

Warning: NOVUS SECURITY Sp. z o0.0. is not a distrilutor of server systems, routers, hubs, and

other network devices which may influence proper ngvorking. Network user or network
administrator is responsible for proper configuration of the devices mentioned above.

10.1 Computer hardware requirements

Processor Intel® Pentium® 1GHz (or higher)

RAM memory 128MB

Internet browser Internet Explorer 5.0 (or higher), with Java scept as active
Other devices required Graphic Card, AGP x 4, 16MB

Operating System Microsoft® Windows® 2000 / XP™
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10.2 Software installation
If you want to establish network connection pleaseN-Viewer 200 software.

Notice :  If any previous software version was instled on the computer, uninstall it before the
installation of new software version.

In order to start installation process, please fiRdiewer200_x,x,x,x.exe . file on attached the CD.
Click the icon twice to start installation process.

When the following window appears select instadiatiolder. Default installation folder is:
C:\Program Files\N-Viewer2Q0

Click Next to continue installation.

Click Next to continue installation.

Click Finish to complete installation.
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10.3 User interface view
In order to rurN-Viewer 200 application use short-cut icon placed on a des&tap Program Menu.

The view of software window in “live” display mo@gppears after a while.
N-Viewer 200 user interface is displayed in English only

The view of software window in “live” camera displenode (after logging in as Admin).

The program window in setup configuration mode.
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10.4 Live monitoring

In order to connect clicKONNECT after startingN-Viewer200 application.

Please define multiplexer’'s name / site in R&ME field.
Multiplexer IP should be defined in tAdDDRESS field.
Communication port set in the multiplexer shouldleéined in thdPORT field.

Please input user ID and password in tH#ER ID and PASSWORD fields. These settings must
match the multiplexer’s settings.

Notice: In the “live” mode images from cameraSKF see chapter 5.4.3.3) that have been excluded
from the “live” mode are also visible.

All settings shall be saved by clickiAVE. Among the defined sites, the one is active forctwh
detailed settings are displayed. In order to chatige active site please click the mouse twice
in localization name. In order to delete localiaatplease, select site and clIRELETE.
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The following screen is displayed after selectiZ/SAVE:

Time of sequence switching (after press8EQUENCE icon in the main program window) is defined
in theCIRCULAR MONITORING INTERVAL field.
Playback speed is setSCAN RATE field.

PTZ settings relate to all the cameras within yystesn and they are independent from PTZ settings in
the multiplexer.

The speed dome camera protocol is s&Ti@ TYPE field.

Telemetry baud rate is defined in tA€Z BAUDRATE field.

Directory for local recording of specified imaga®EG) and video sequence (AVI) in display mode is
defined in theSAVE field.

Display mode: full screen or with standard resolt800 x 600 is defined IRUN IN FULL
SCREEN MODE.

After making all settings please confirm changeglmking OK.

If the connection is lost (e.g. because of staragl playback in multiplexer) theISCONNECTED
inscription is displayed on screen.

In order to restore connection please click@@NNECT button.
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After proper network configuration and pressing tGONNECT button, connection with the
multiplexer should be established.

Split screen display mode. Split screen unavalabdr particular
multiplexer type is displayed in grey. Currentlitsgcreen is marked
in orange. Change of screen division can belemby clicking one
of the icons.

In order to select any camera, double cliékrn@use button on the
image. Additional clicking restores previousslected screen division.

Selection of active cameras in full screen mod&dher screen division.

2007/02/20 PM 02.01.26 - PC system date and time

R-POS - HDD usage.

P-POS - current playback position.

CONNECTION ESTABLISHED - information about network
connection.

SUPER FINE@720x280 - current parameters of multiplexer recording
and network transmission.

+ ZOOM - speed dome camera zoom control, zoom &nd out-
+ FOCUS - manual setting of speed dome camera focus.

Pan / Tilt control cursor icons
CAMERA - camera selection for telemetry control, successiNcking

+ - icons changes controlled camera number displaytdte
middle of the control panel.

All rights reserved © NOVUS Security Sp. z o.0.

49



NV-DVR208/CD, NV-DVR216/CD, N-Viewer 200, N-BackupPlayer ver. 1.3 - user’s manual

NETWORK CONNECTION FEATURE

10.4.1 PTZ camera control

If there are PTZ cameras in the system and alkséteng related to described camera control are set
correctly, there is possibility of camera controm the level of N-Viewer 200 application.

Notice:  Before starting network control, please check mreection and settings are made properly
by trying to control cameras by means of frontgddouttons. After positive verification of
local control you may start control the camerangawork.

In order to control PTZ cameras, please set prppetocol and transmission speed compliant with
camera settings in tIBETTINGS menu in thePTZ/SAVE bookmark. Camera control by means of
N-Viewer 200 application is independent of local PTZ settingsnodtiplexer.

Cameras control may be done both in sequence andammera display in full screen.

In order to control camera from the applicationele\please select camera number to be control led.
The number is displayed in the middle of contrahgdaand you control the camera by means of the
+ CAMERA - buttons. The following icons gathered in the rigpottom of software window are
active during controlling .
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10.5 Recordings playback

N-Viewer 200 application provides the possibilioyglay the recorded data. As in local operatioargh
is an option of recorded data search accordingdotedate and time or events.

The following playback window appears after clickPLAYBACK .

Information concerning available range of recorddata, their quality, current playback, and
connection status is displayed in the below window.

The date and time of the earliest recorded imageslisplayed in

theSTART TIME line.

The date and time of most recently recorded imagedisplayed

in theEND TIME line.

Date and time selected by user are displayeceiREQUEST

TIME line. Date and time is updated after playback.star

R-POS - HDD usage.

P-POS - current playback position.

SUPER FINE@360x280 - current multiplexer recording and
network transmission parameters settings.

Network connection status icon

Calendar for selecting desired year, month and afaglayback
start. When selecting date / time availabilitytlod data should be
taken into account. The last day of registrat®@marked by grey
rectangle.
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Selection bar of exact time of playback. If you
setup display time please take time range of
available data into account.

In order to start playback please cIiGor Gfor backward playback after selecting desiret @ad
time.

Fast forward playback.

Fast backward playback.

STOP.

Move to the end of recordings.
Move to the beginning of recordings.

Move to the beginning of next hour of recags.

e0e0lCee@

Move to the previous hour of recordings.
Currently active icon is displayed in orange.

Playback screen division selection. Available sordivision modes can be selected by
means oft - icons. Available screen divisions: full screen thgp2x2, 3x3, 4x4. Present
screen split is distinguished in orange.

Active camera selection in full screen or
successive screen divisions.

Notice: Simultaneous local playback and network playbackmgossible. Local playback start
disconnects networking.
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In order to play recordings related to events @edisk EVENT.
WARNING : This feature is unavailable for the NV-DVR208/CD.

The following event list appears on the monitoeser. It consists of all recorded events.

After double clicking on an event, the search meisappears and after a while recorded images should
be displayed. Playback control, split screen chamgage recording are done in identical way as
described on the previous page.

Events on the list are ranked from the earliesth latest. Date and time of event occurrence are
visible in theDATE/TIME column. Information about event type is displayedhe ALARM TYPE
column while in theCHANNEL column the channel details are shown.

Events meaning:

LOSS EVENT ON - signal loss on selected channel,

ALARM EVENT ON - external alarm on selected input;
MOTION EVENT ON - motion detection on selected channel.

In order to exit playback mode please C\Q icon in the right upper corner of the screen.
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10.5.1 Image saving and printing while playback

While playback saving watched images as IPEG or #l®&4$ is possible.

In order to save JPEG file clicdkAVE icon while playback.

Simultaneously, previously defined folder with lbeacordings is played back. Information about
channel and time of saving is saved into this file.

Clicking SAVE while playback causes direct printing from the dé&faystem printer.
Apart from images, information about resolution &inge of printing is printed.

Clicking RECORD while playback causes direct AVI file saving. Anetthcon clicking stops saving.
Saving directory is opened automatically after sg\ile.
Apart from images, the file also includes inforroatabout resolution and time of saving.

Any video player such as Windows Media Player itable for playing saved files.
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11.N-BackupPlayer INSTALLATION AND OPERATION

In order to play backup files saved on CD, instélBackupPlayer software first. Please find
BackupCDPlayerNovus.exe file on the attached CD to start installation. Tihstallation process
starts after double clicking on the icon. Instadlatprocess is similar to the installation fViewer
200 network application.

The computer on whicN-BackupPlayer software is going to be started should follow regpnents
recommended foN-Viewer 200 network application.

N-BackupPlayer program is started by shortcut-icon placed n desktop or in the Programs menu.
The program window appears after a whNeBackupPlayer interface is displayed in English.

When you insert CD into the drive, please cl@REN icon and open appropriate file (ajp extension).

Split screen playback mode. Available splits: fdieen, 2x2,
3x3,4x4.

Active cameras selection in full screendmmr
successive split modes.
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Playback adjustment. Usirg- icons in theSPEED option playback speed
as multiple of nominal speed: x2, x4, x8, x16at ®elay of played back
images is set in tlBELAY option by means of - icons.

Next camera selection and screen division selectio

Playback icons group:

Fast backward playback.

O Fast forward playback.
N Backward playback.
«— Forward playback.
o S Playback pause.
| S Move to recordings beginning.
\ Move to recordings end.

There is playback process bar with slide contrgdlaf/back place position selection below the window
with camera image.

The following information is displayed in statushdow:

Current date and time of computer on whisiBackupPlayer applica-
tion has been installed.

Date and time of the earliest available recordings
Date and time of the latest available recordings.

Quiality and resolution of recorded data.

Playback status icons.

Notice: Image edition mode is available only for full sanggayback mode.
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Status information is displayed in the right toproage edition window.

Date and time of displayed image.

Image size (resolution) in pixels

Last image edition function made.

Contrast level increase (contrast up)
Contrast level reduction (contrast down)
Brightness level increase (bright)
Brightness level reduction (dark)

Image sharpness (sharpen)

Image blurring (blur)
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o~

In order to record saved image, please click itos. Image in JPG format
is saved in a directory defined by admin duringtafiation.

Default directory isC:\Program Files\ N-BckupPlayer\Backup.

If you want to print edited images from a systennter, directly from
theN-BackupViewer software without using other software please diuk
icon.

The system printer settings menu appears. Apadm frimages,
information about channel and time from which pnig comes, the range of
the backed up data on file and the time of prgtin

Clicking this icon exits image edition window.

Video stream saved in APJ format may be converted AVI format using
N-BackupViewer application . In order to convert please pressSA¥E button.

The following menu appears:

Channel number, which you want to save as AVI fdrma
is defined in theCHANNEL section.

Frame rate is defined in tReRAME RATE section.
Maximum recording resolution is defined in tREZE section.

In order to start conversion process please c8KART icon. If you click STOP
the conversion is stopped and directory with reedrdVI file is displayed. Default
recording directory isC:\Program Files\N-BackupPlayenavi

AVi file can be played using any software playechsas Windows Media Player if only
appropriate video codes are present in a system.
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