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EMC (2004/108/EC) and LVD (2006/95/EC ) Directives 

CE Marking 

Our products are manufactured to comply with requirements of following directives and national regulations implementing 
the directives: 

· Electromagnetic compatibility EMC 2004/108/EC.  

· Low voltage LVD 2006/95/EC with further amendment. The Directive applies to electrical equipment 
designed for use with a voltage rating of between 50VAC and 1000VAC as well as 75VDC and 1500VDC. 

WEEE Directive 2002/96/EC 

Information for users who want to get rid of electrical and electronic appliances 

This product is marked according to the European Directive on Waste Electrical and Electronic 
Equipment (2002/96/EC) and further amendments. By ensuring this product is disposed of 
correctly, you will help to prevent potential negative consequences for the environment and 
human health, which could otherwise be caused by inappropriate waste handling of this product. 

The symbol on the product, or the documents accompanying the product, indicates that this appliance 
may not be treated as household waste. It shall be handed over to the applicable collection point for the 
waste electrical and electronic equipment for recycling purpose. For more information about recycling 
of this product, please contact your local authorities, your household waste disposal service or the shop 
where you purchased the product.  

 

RoHS Directive 2002/95/EC 

Information concerning limitation of the use of dangerous substances in the electrical and 
electronic appliances.  

Out of concern for human health protection and friendly environment, we assure that our  
products falling under RoHS Directive regulations, regarding the restriction of the use of 
hazardous substances in electrical and electronic equipment, have been designed and 
manufactured in compliance with the above mentioned regulation. Simultaneously, we claim 

that our products have been tested and do not contain hazardous substances whose exceeding limits 
could have negative impact on human health or natural environment. 

Information 

The device, as a part of professional CCTV system used for surveillance and control, is not designed 
for self installation in households by individuals without technical knowledge. 

The manufacturer is not responsible for defects and damages resulting from improper or inconsistent 
with user’s manual installation of the device in the system. 

INFORMATION  
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SAFETY REQUIREMENTS 

SAFETY REQUIREMENTS 
 

1. Prior to undertaking any action please consult the following manual and read all the safety and 
operating instructions before starting the device. 

2. Please keep this manual for the lifespan of the device in case referring to the contents of this manual 
is necessary; 

3. All the safety precautions referred to in this manual should be strictly followed, as they have a 
direct influence on user’s safety as well as durability and reliability of the device; 

4. All actions conducted by the servicemen and users must be accomplished in accordance with the 
user’s manual; 

5. The device should be disconnected from power sources during maintenance procedures; 
6. Usage of additional devices and components neither provided nor recommended by the producer    

is forbidden; 
7. Device should be supplied only from a power sources whose parameters are in accordance with 
 those specified by the producer in the matrix switcher’s  technical datasheet. Therefore, it is 
forbidden to supply the matrix switcher from a power sources with unknown parameters, unstable or 
not meeting  producer’s requirements; 
8. Signal cables should be placed in a way excluding the possibility of damaging them by accident. 
 Special attention must be paid to cables getting from the matrix switcher and connecting the power 
supply; 
9. Electric installation supplying the device should be designed to meet the specifications given        by 

the producer in such a way that overloading is impossible; 
10. User cannot repair or upgrade the equipment himself. All maintenance actions and repairs should       

be  conducted only by qualified service personnel; 
11. Unplug the matrix switcher from the power source immediately and contact the proper 

maintenance department in case of: 
¨ Damages to the power cord or to the plug itself; 
¨ Liquids getting inside the device or exposure to strong mechanical shock; 
¨ Device behaves in a way not described in the manual and all adjustments approved by the 

manufacturer and possible to apply by user himself, seem not to have any effect; 
¨ Matrix Switcher is damaged; 
¨ A typical behaviour of the matrix switcher components may be seen (heard). 
12. In necessity of repairs attention to using only original replacement parts (with their parameters      
 in accordance with those specified by the producer) should be paid. Non-licensed service and    
 non-genuine replacement parts may cause fire or electrocution; 
13.  After maintenance activities tests should be run to ensure proper operation of all the functional 
 components of the device. 
Warning! 

PRIOR TO UNDERTAKING ANY ACTION THAT IS NOT PROVISIONED FOR THE GIVEN 
PRODUCT IN ITS USER’S MANUAL AND OTHER DOCUMENTS DELIVERED WITH THE 
PRODUCT, OR THAT ARISES FROM THE NORMAL APPLICATION OF THE PRODUCT, ITS 
MANUFACTURER MUST BE CONTACTED OR THE RESPONSIBILITY OF THE 
MANUFACTURER FOR THE RESULTS OF SUCH AN ACTION SHALL BE EXCLUDED. 
 
Information 
Data included in the following user’s manual is up to date at the time of printing.  
Novus Security Sp z o.o. holds exclusive rights to modify this manual. The producer reserves the 
rights for device specification modification and change in the design without prior notice. 
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1. General characteristics  
 
NV-MTX328 matrix switcher has 32 video inputs and 8 monitor outputs with external alarm 
function. It is capable of switching videos and providing remote control functions from keyboard 
controller for a variety of external devices such as dome cameras and DVRs. 
A combination of 5 matrix switchers comprises a master-slave matrix system (128x8) using its 
extension ports. The parallel connection mode of matrix for many input-output videos is also 
supported. 

 

· 32 video inputs with video looping and 8 monitor outputs with OSD function. 

· Up to 32 devices: dome cameras or DVR are controllable via multi protocol with keyboard 
controller. 

· RS485, RS422 selectable port for dome camera control. 

· RS485 port  for external devices like DVR and keyboard. 

· RS232 port for DVR control or PC connection. 

· Using 16 matrix switchers, 512x128 parallel matrix system connections can be configured. 

· Using 5 matrix switchers, 128x8 master slave matrix system connections can be configured. 

· Max 8 keyboards supported with 2 keyboard communication ports. 

· Battery backed-up clock displays real time on the monitor-out. 

· 16 external alarm inputs and 2 alarm outputs supported. 

· Program and recall up to 80 sequence, 80 group, 80 macro functions 

· Program up to 80 timer events. 

· Menu password is supported for higher security. 

· Power source DC12V input. 
 
 

FOREWORD INFORMATION 
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TECHNICAL SPECIFICATION  

1.2.   NV-MTX328 technical specification  
 
 
 
 
 

Model 
  

NV-MTX328 
  

Communications RS-485/422/232 baud rate: 2400 ~38400 bps (default:9600bps) 

Video Input 32,Composite video 1Vp-p 

Video output 8,Composite video 1Vp-p 

Video Impedance 75 Ohm unbalanced, Inputs and Outputs 

S/N Ratio - 55dB RMS typical 

Alarm input 16 inputs with individual polarity selection. 

Alarm output 
One relay output : NO and NC contacts with shared common 
(1.0A /24VDC, resistive only) 
One output : TTL/CMOS ( Active High or Low selectable) 

Input Voltage 12 VDC 

Power Consumption 12 W 

Operating temperature 0C to 50C 

Dimension (Unit : mm) 432x88x310 

Unit Weight Approx 4.2 kg 



NV-MTX328  - User’s manual, ver. 1.0  

© NOVUS Security Sp. z o.o., All rights reserved  
 

7 
 

2. Package contents  

Please unpack the device carefully. 
After unpacking please ensure that package contains the following items. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 

If any of the listed equipment has been damaged during transport or if package is incomplete, the 
contents of package should be packed back to the original box. Contact local NOVUS distributor for 
further assistance. 
 

 

 

 

 

WARNING ! 

If the device was brought in from an area with lower ambient temperature, please wait for the 
device to reach current ambient temperature. Please do not power on the device immediately 
after bringing it from a colder place. Water vapor condensation may cause short-circuits and 
damage to the device as a result. 

PACKAGE  CONTENTS 

user’s manual  NV-MTX328 

12 VDC Power supply  
Rack mounting bracket 
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MATRIX OVERVIEW  

Rear view of the matrix switcher  

CONNECTOR USAGE 

01~32 CAMERA VIDEO-IN (TOP) AND LOOP-THROUGH VIDEO (BOTTOM) 

MON1~MON8 MONITOR VIDEO-OUT WITH OSD FUNCTION 

KBD1 CASCADE RS485 PORT FOR GLOBAL KEYBOARD INPUT OR, 
CONTROL BUS FOR MULTI MATRIX CONNECTION 

KBD2 RS485 PORT FOR LOCAL KEYBOARD INPUT 

EXT RS485 PORT FOR EXTERNAL DEVICE (DVR, KBD) 

DOME DOME CAMERA CONTROL PORT, 
RS485(T+ T- G) / RS422(R+ R- T+ T- G) 

RS232 RS232 PORT, 
PC CONNECTION 

ALARM-IN  16 ALARM INPUTS, 
NO / NC MODE SELECTABLE 

ALARM-OUT  2 ALARM OUTPUTS, 
1 RELAY-OUT(F1) / 1 TTL-OUT(F2) 

DC12V FOR POWER SUPPLY 
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MATRIX OVERVIEW  

3.1. Dip Switch Mode Settings and RS232 Assignment 
 
Set the switches according to your configuration. 
 DO NOT CHANGE MODE SETTING AFTER INSTALLATION!   
 
 
 

  Dip Switch Mode Setting                          Matrix ID Setting 

 
 
To connect matrix switcher to PC use NULL modem  
  RS232 port pin assignment   

No Setting  Description  

1~4 ON 
Matrix ID (1~16)  

OFF 

5 ON Video format – PAL 
OFF Video format - NTSC  

6 ON 
Reserved  

OFF 

7 
ON ISP program update on  
OFF ISP program update off  

8 
ON KBD1 port termination on  
OFF KBD1 port termination off  

9 
ON DOME port RS422  

termination on  

OFF DOME port RS422  
 termination off  

10 
ON DOME port RS422, RS485  

termination on  

OFF DOME port RS422, RS485  
 termination off  

Dip SW Matrix ID  

 1 2 3 4 
OFF OFF OFF OFF 1, MASTER 
OFF OFF OFF ON 2 
OFF OFF ON OFF 3 
OFF OFF ON ON 4 
OFF ON OFF OFF 5 
OFF ON OFF ON 6 
OFF ON ON OFF 7 
OFF ON ON ON 8 
ON OFF OFF OFF 9 
ON OFF OFF ON 10 
ON OFF ON OFF 11 
ON OFF ON ON 12 
ON ON OFF OFF 13 
ON ON OFF ON 14 
ON ON ON OFF 15 
ON ON ON ON 16 

Pin Discription  

 

5           1

9       6

2 RX 
3 TX 
5 GND 

1,4, 6~9 No connection  
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MATRIX OVERVIEW  
  

3.2. Communication Port Termination 
 
The first and last devices in an installation (KBD1 cascade connection, DOME RS422) must have 
their data line terminated by setting the Dip-switch. Without proper termination, control signal errors 
may occur. The examples of termination are shown below. 
 
WARNING: Daisy chain connection topology needs to be strictly followed when using 
aforementioned connection. One line (up to 1200m) with additional short taps (up to 1,5m) is 
possible using this method. When using star topology please use active protocol distributor, e.g. 
NVPT-016DD. 
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4. CONFIGURATION OF MATRIX SYSTEM 
 
4.1. Configuration of Single Matrix System. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Before power on, connect devices as shown on diagram above and set up dip switch to MASTER (ID 
1). In single connection mode, user can control up to 32 cameras or DVR. 
 
1. Connect video line of camera to VIDEO IN connector and communication line to DOME 

terminal. 
2. Connect monitor to MON connector.  
3. Connect video input of the DVR to LOOPING connector and video output to VIDEO IN. 

Connect communication line of DVR to EXT terminal or RS232 connector. 
4. Connect keyboards to IN of KBD1 or KBD2 terminals. Only one master keyboard (up to 4 with 

3 slaves) is available per terminal, exceeding that limit may damage the matrix. OUT of KBD1 
terminal is not available in single matrix connection mode. Up to 4 keyboards including slave 
keyboard can be connected to each keyboard terminals. 

5. Connect alarm input line to ALARM IN terminal and input line of alarm device to ALARM 
OUT terminal. 

6. Setup mode with dip switch. If dip switch setting is changed when the system is running, the 
matrix switcher needs to be rebooted for initialization. 

7. Connect DC12V power line to DC jack and turn on matrix power. 
 

CONFIGURATION OF MATRIX SYSTEM 
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CONFIGURATION OF MATRIX SYSTEM 

4.2. Configuration of Parallel Matrix System  — PARALLEL 512x128. 
 
Before power on, connect devices as shown below and set up dip switch appropriately. In parallel 
matrix connection mode, user can control matrix switcher like single matrix mode via KBD2 keyboard 
terminal, and all matrix switcher can be controlled with keyboards via KBD1 terminal. As a result, 
user can control up to cameras or DVR with 16 matrix switchers. Connect main keyboard to IN of 
KBD1 terminal and connect OUT of KBD1 to IN of other matrix’s KBD1 terminal. Only one main 
keyboard is allowed in the whole system, setting more than one may damage the switcher. 
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CONFIGURATION OF MATRIX SYSTEM 

1. Connect video line of camera to VIDEO IN connector and communication line to DOME terminal. 
2. Connect monitor to MON connector.  
3. Connect video input of DVR to LOOPING connector and video output to VIDEO IN. Connect 

communication line of DVR to EXT terminal or RS232 connector.  
4. Connect main keyboard to IN of KBD1 terminal. And connect OUT of KBD1 to IN of other 

matrix’s KBD1 terminal. Refer to diagram on previous page if connecting further matrixes is 
required. Main master keyboard must be only one (up to 4 with 3 slaves). 

5. Connect local keyboard to KBD2 terminal. 
6. Connect alarm input line to ALARM IN terminal and input line of alarm device to ALARM OUT 

terminal. 
7. Setup mode with dip switch. ID of each matrix must be unique, otherwise matrix may be damaged. 

If dip switch setting is changed when the system is running, the matrix switcher has to be rebooted 
for initialization. 

8. Connect DC12V power line to DC jack and turn on matrix power. 
 
 
 
4.3. Configuration of Master-slave Matrix System  — MASTER—SLAVE  128x8 
 
 Before power on, connect devices according to the diagram and set up dip switch. In master-
slave matrix connection mode, one master matrix is necessary. Set the ID of master matrix to 1. Only 
one master matrix is allowed in the whole system, setting more than one may damage the switcher. In 
master-slave connection mode user can control all matrix switcher via KBD2 or EXT keyboard terminal 
and monitor videos from slave matrix. As a result, user can control up to 128 devices like camera or 
DVR with 5 matrix switchers including master. KBD1 terminal is assigned to control bus so that no 
keyboard can be connected. 
 
 
1. In the case of slave matrix, connect video line of camera to VIDEO IN connector and 

communication line to DOME terminal. 
2. Connect MON1~8 line of slave matrix to VIDEO IN connector of master matrix. All monitor lines 

of slave matrix should be connected to video-in of master matrix in turn, otherwise master matrix 
won’t be able to display picture from monitors connected to slave matrix. 

3. Connect monitor to MON of master matrix.  
4. In the case of slave matrix, connect video input of the DVR to LOOP-THROUGH connector and 

video output to VIDEO IN. Connect communication line of DVR to EXT terminal or RS232 
connector.  

5. Connect OUT of master matrix‘s KBD1 terminal to IN of slave’s KBD1 terminal. Refer to 
diagram if needed, so all matrixes are connected. No keyboard must be connected to KBD1 
terminal. 

6. Connect keyboard to KBD2 or EXT terminal of master matrix. Only one master keyboard (up to 4 
per terminal with 3 slaves) is available. 

7. Connect alarm input line to ALARM IN terminal and input line of alarm device to ALARM OUT 
terminal. 

8. Setup mode with dip switch. ID of each matrix must be different from each other, otherwise matrix 
may be damaged. If dip switch setting is changed when the system is running, the matrix switcher 
needs to be rebooted for initialization. 
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11.  Configure settings of master matrix:  
  1) Port -> Master Matrix Setup: Setup ‘Connection mode’ to ‘Master Slave’. 
  2) Camera: Setup device information of master and slave matrix. 
  3) Time and Date: Setup time, date, and display format. 
  4) Port -> Master Matrix Setup: Run ‘Slave Matrix Scan’ to detect the slaves and send  
   data. When data of the slave matrix had been changed, scan slave again. 
  5) Port -> Master Matrix Setup -> Master Video in Config: Assign the slave matrix to VIN 
   of the master matrix.  
 
12.  Configure settings of slave matrix.  
  1) Switch video to desired slave matrix with MAIN key and enter slave matrix menu. 
   Example: 
    Slave matrix ID2 setup in master slave matrix system 
     - Select master matrix ID1, MON1. (1+MAT, 1+MON) 
     - Switch video to slave matrix. (‘201’+MAIN ,‘201’ means slave matrix id  
                 ‘2’ and video channel ‘01’) 
     - Select slave matrix ID2. (MON1: 2+MAT, 1+MON) 
     - Enter menu and setup slave matrix, menu out. (CTRL with MENU(MACRO))  

CONFIGURATION OF MATRIX SYSTEM 
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MATRIX SWITCHER SETUP 

 
 2) Port: Setup port configuration. 
 3) Alarm: Setup alarm configuration. 
 4) Return to master matrix control mode after slave matrix setup. (1+MAT, 1+MON) 
 
 
 
 
 
 
 
 
5. MATRIX SWITCHER SETUP   
 

Key operation example for matrix setup menu 

# + MAT, # + MON, CTRL + MENU(MACRO)  

- After matrix and monitor selection, Press and hold down CTRL key and press MENU

(MACRO) key. And the keyboard mode goes to matrix menu mode. 

JOYSTICK UP, DOWN, LEFT, RIGHT, SET  

 - Move joystick to navigate menu, 

 - Press SET key or JOYSTICK LEFT, RIGHT to enter the sub menu. 

JOYSTICK TWIST LEFT, TWIST RIGHT, Number+  SET key 

 - Twist joystick left/right or PREV/NEXT key to change data, 

- Press number and SET key to enter the value. 

ESC 

- Press ESC key to exit menu. 
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MATRIX SWITCHER SETUP 

 
The keyboard displays ‘M’ in matrix menu mode, and then function keys of matrix or  “device is 
not available”.  
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Controlling keyboard in menu mode 

MATRIX SWITCHER SETUP 
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5.1. Main menu  
 
To setup matrix switchers, user needs to setup ‘camera’, ‘monitor’, ‘time and date’, ‘port,’ ‘group’, 
‘sequence’, ‘event timer’, ‘alarm’, and ‘system’. Main menu is shown below. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.2. Camera  
 
Camera menu allows for configuration of cameras and DVRs. User can assign ID, protocol, and baud 
rate to device which is assigned to video-in of matrix. Menu configuration is shown below. Camera 
menu setup is not possible in slave matrix or master-slave connection mode. Setup camera menu of 
slave in master matrix switcher and scan slaves to send data. 

MATRIX SWITCHER SETUP 
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MATRIX SWITCHER SETUP 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
To check camera external alarm or camera communication alarm, follow instructions below: 
 - System menu: Alarm enable ‘ON’ 
 - Alarm -> Camera alarm setup, Vls and com alarm setup: Alarm enable ENA(CAM COM) ‘ON’ 
 - Camera menu: Device answer ANS ‘ON’ 
 
Matrix  controls  dome cameras or  DVR via DOME communication port  with  aforementioned 
configuration data. When user saves data, matrix switcher system checks for duplicated data and 
displays warning page if such occur.  
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MATRIX SWITCHER SETUP 

5.3.  MONITOR  
 
Monitor menu allows for configuring OSD settings. User can edit titles, OSD positions, and enable 
displaying. Default monitor setup menu is shown below. In this menu, user can edit matrix title. Press 
SET key or move joystick left/right at the MATRIX TITLE to enter title edit menu and select new 
character with SET key. Title edit menu is shown below. 
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When matrix ID is set to 02 and user runs ‘camera title offset’ function, camera titles change from 
CAM001~CAM032 to CAM033~CAM064. 
 

The Offset of Camera title  

 
 
5.3.1.  Camera title edit  
 
This menu allows for editing title edit page and changing camera title. Default camera title menu, 
together with title edit menu is shown below. Press SET key or move joystick left/right at CAMERA 
TITLE to enter title edit menu and select new character with SET key. 

MATRIX SWITCHER SETUP 

Mat ID 01 02 03 04 05 06 07 08 09 10 11 12 13 14 15 16 

Offset 0 32 64 96 128 160 192 224 256 288 320 352 384 416 448 480 
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5.3.2.  Monitor title edit 
 
This menu allows for enter the title edit page and change monitor title. Default monitor title menu is 
shown below. User can see and edit each monitor’s title. To edit title, press SET key or joystick right 
with CTRL key at the MONITOR TITLE to enter the title edit menu and select new character with 
SET key. Title edit menu is shown below. 

 
 
 
 
 
 
 
 
 
 
5.3.3.  OSD position  
 
This menu allows for changing OSD position such as: ‘Time and date’, ‘Matrix ID’, ‘Monitor’, 
‘Function’, ‘Camera’, and ‘Alarm message’. OSD display example is  shown below. 

MATRIX SWITCHER SETUP 

... 
... 
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Move cursor by twisting joystick to change between OSD position and move selection by moving joy-
stick to desired position. After setup, move cursor to ‘Save and exit’ position and press SET key or 
move joystick to left/right to save data. Press SET key at any item to save current setup. 
 
 
 
5.4.  Time and Date  
 
This menu allows for setting the time, date, and its display format. Time and date menu is shown be-
low. Time and date setup is unavailable in slave matrix of master/slave connection mode, except for 
display format. Set the time and date in master matrix switcher and scan remaining slaves to send data. 
. 
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MATRIX SWITCHER SETUP 
  

5.5.  Port 
This menu allows for assigning each communication port to desired module. User can set time-out 
of KBD2 port and DOME port communication. Default ‘Port menu’ is shown below. 
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�/�R�F�D�O���.�%�'���L�Q���O�R�F�D�O���P�D�W�U�L�[���P�R�G�H�����1�R�Q�H���L�Q���V�O�D�Y�H���P�D�W�U�L�[��

�������'�2�0�(���0�2�'�8�/�(�� �6�H�O�H�F�W�V���'�2�0�(���S�R�U�W���R�S�H�U�D�W�L�Q�J���P�R�G�H�����5�6�����������5�6�����������E�\���W�Z�L�V�W�L�Q�J��

�M�R�\�V�W�L�F�N��

�������5�6���������0�2�'�8�/�(��
�6�H�O�H�F�W�V���5�6���������S�R�U�W���R�S�H�U�D�W�L�Q�J���P�R�G�H�����3�&���$�6�&�,�,�����'�9�5�����1�2�1�(�����E�\��

�W�Z�L�V�W�L�Q�J���M�R�\�V�W�L�F�N��

�������(�;�7���0�2�'�8�/�(�� �6�H�O�H�F�W�V���(�;�7���S�R�U�W���R�S�H�U�D�W�L�Q�J���P�R�G�H�����'�9�5�����.�%�'�����1�2�1�(�����I�R�U���H�[�W�H�U�Q�D�O��

�G�H�Y�L�F�H���.�%�'���L�V���D�Y�D�L�O�D�E�O�H���R�Q�O�\���L�Q���P�D�V�W�H�U���V�O�D�Y�H���P�R�G�H�����P�D�V�W�H�U���P�D�W�U�L�[��

�R�Q�O�\����

�������.�%�'���7�,�0�(�2�8�7�� �6�H�W�V���N�H�\�E�R�D�U�G���S�R�U�W���O�R�F�N�L�Q�J���W�L�P�H���E�\���W�Z�L�V�W�L�Q�J���M�R�\�V�W�L�F�N���R�U���Q�X�P�E�H�U������

�6�(�7���N�H�\�������a�����V�H�F�������'�H�I�D�X�O�W�����V�H�F����

�$�I�W�H�U���D���G�H�I�L�Q�H�G���D�P�R�X�Q�W���R�I���W�L�P�H�����G�L�I�I�H�U�H�Q�W���X�V�H�U���Z�L�W�K���G�L�I�I�H�U�H�Q�W���N�H�\��

�E�R�D�U�G���F�D�Q���F�R�Q�W�U�R�O���V�D�P�H���P�R�Q�L�W�R�U����

�������'�2�0�(���$�1�6�:�(�5�� �6�H�W�V���U�H�V�S�R�Q�V�H���W�L�P�H�R�X�W���R�I���'�2�0�(���F�R�Q�W�U�R�O���S�R�U�W���Z�L�W�K���W�Z�L�V�W�L�Q�J���M�R�\�V�W�L�F�N���R�U��

�Q�X�P�E�H�U�������6�(�7���N�H�\�������a�������P�V�������'�H�I�D�X�O�W���������P�V�H�F����

�������6�$�9�(���$�1�'���(�;�,�7�� �6�D�Y�H�V���F�K�D�Q�J�H�G���V�H�W�W�L�Q�J�V���D�Q�G���U�H�W�X�U�Q�V���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��

�������.�%�'�����0�2�'�8�/�(����
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5.5.1. Master matrix setup  
 
Master matrix setup menu allows for configuring matrix connection mode. The ‘SLAVE MATRIX 
SCAN’ function searches slave matrixes in master slave mode and configures master matrix inputs. 
Master matrix setup menu is shown below. 
 
  PARALLEL mode        MASTER-SLAVE mode  
 

Before setting up master slave mode, change connection mode to ‘Master slave’, scan slave matrix 
and save data. Next, enter master video in config menu and assign slave matrix to video input of 
master matrix. 

�������&�2�1�1�(�&�7�,�2�1���0�2�'�(��
�0�D�W�U�L�[���F�R�Q�Q�H�F�W�L�R�Q���I�R�U�P�D�W�����«�/�R�F�D�O���P�D�W�U�L�[�¬���I�R�U���V�L�Q�J�O�H���R�U���S�D�U�D�O�O�H�O���F�R�Q��

�Q�H�F�W�L�R�Q���P�R�G�H�����«�0�D�V�W�H�U���V�O�D�Y�H�¬���I�R�U���P�D�V�W�H�U���V�O�D�Y�H���F�R�Q�Q�H�F�W�L�R�Q���P�R�G�H������

�0�R�Y�H���R�U���W�Z�L�V�W���M�R�\�V�W�L�F�N���O�H�I�W���U�L�J�K�W���W�R���F�K�D�Q�J�H���G�D�W�D��

�������6�/�$�9�(���0�$�7�5�,�;���6�&�$�1��
�5�X�Q���V�O�D�Y�H���P�D�W�U�L�[���V�F�D�Q���E�\���P�R�Y�L�Q�J���M�R�\�V�W�L�F�N���O�H�I�W�����U�L�J�K�W���R�U���S�U�H�V�V�L�Q�J���W�K�H��

�6�(�7���N�H�\���&�R�Q�Q�H�F�W�L�R�Q���V�H�W�W�L�Q�J�V���P�X�V�W���E�H���V�D�Y�H�G���W�R���0�$�6�7�(�5���6�/�$�9�(��

�������1�8�0�%�(�5���2�)���6�/�$�9�(�6�� �'�L�V�S�O�D�\�V���Q�X�P�E�H�U���R�I���V�F�D�Q�Q�H�G���V�O�D�Y�H���P�D�W�U�L�[�H�V�� �� �� �a�� �� �� ���)�X�Q�F�W�L�R�Q��

�D�Y�D�L�O�D�E�O�H���R�Q�O�\���I�R�U���P�D�V�W�H�U���P�D�W�U�L�[����

�������6�&�$�1�1�(�'���6�/�$�9�(�6�� �'�L�V�S�O�D�\�V���,�'���R�I���V�F�D�Q�Q�H�G���V�O�D�Y�H���P�D�W�U�L�[�H�V�� �� �� �a���� �� �� ���)�X�Q�F�W�L�R�Q���D�Y�D�L�O�D�E�O�H��

�R�Q�O�\���I�R�U���P�D�V�W�H�U���P�D�W�U�L�[����

�������0�$�6�7�(�5���9�,�'�(�2���,�1���&�2�1�)�,�*�� �2�S�H�Q�V���P�D�V�W�H�U���Y�L�G�H�R���L�Q���F�R�Q�I�L�J���P�H�Q�X���E�\���P�R�Y�L�Q�J���M�R�\�V�W�L�F�N���O�H�I�W���U�L�J�K�W���R�U��

�6�(�7���N�H�\�����)�X�Q�F�W�L�R�Q���D�Y�D�L�O�D�E�O�H���R�Q�O�\���I�R�U���P�D�V�W�H�U���P�D�W�U�L�[����

�������6�$�9�(���$�1�'���(�;�,�7���� �6�D�Y�H�V���F�K�D�Q�J�H�G���V�H�W�W�L�Q�J�V���D�Q�G���U�H�W�X�U�Q�V���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��
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5.5.2. Master video-in configuration  
  
This menu allows for configuring video inputs of master matrix. The menu is shown below: 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
The master matrix switcher executes auto configuration after scanning for slaves. After setup, only one 
of video inputs is available per master monitor output, therefore user is allowed to control fixed video 
inputs in each monitor. Table below shows master matrix VIN assigned to MON in full matrix system 
(4 slave matrixes). In master-slave mode, video switching functions such as PREV/NEXT/Sequence 
are available only with assigned VIN, as shown below. 
 

 

Assigned V-in to Mon in the master matrix switcher  
 

�������5�8�1���$�8�7�2���&�2�1�)�,�*�8�5�$��

�7�,�2�1��

�$�X�W�R�P�D�W�L�F���F�R�Q�I�L�J�X�U�D�W�L�R�Q���I�X�Q�F�W�L�R�Q����

�3�U�H�V�V���6�(�7���N�H�\���R�U���P�R�Y�H���M�R�\�V�W�L�F�N���O�H�I�W���U�L�J�K�W���W�R���H�[�H�F�X�W�H���W�K�H���I�X�Q�F�W�L�R�Q����

�������9�,�1�� �9�L�G�H�R���L�Q�S�X�W���R�I���P�D�V�W�H�U���P�D�W�U�L�[����

�������0�$�7�5�,�;��
�$�V�V�L�J�Q�V���V�O�D�Y�H���P�D�W�U�L�[����

�(�Q�W�H�U���,�'���E�\���W�Z�L�V�W�L�Q�J���M�R�\�V�W�L�F�N���O�H�I�W���U�L�J�K�W���R�U���Q�X�P�E�H�U�������6�(�7���N�H�\����

�������6�$�9�(���$�1�'���(�;�,�7��

�6�D�Y�H�V�� �F�K�D�Q�J�H�G�� �V�H�W�W�L�Q�J�V�� �D�Q�G�� �U�H�W�X�U�Q�V�� �W�R�� �S�U�H�Y�L�R�X�V�� �P�H�Q�X���� �&�D�P�H�U�D��

�G�D�W�D���R�I���P�D�V�W�H�U���P�D�W�U�L�[���9�,�1�� �Z�K�L�F�K���L�V���D�V�V�L�J�Q�H�G���W�R���V�O�D�Y�H���P�D�W�U�L�[���Z�L�O�O���E�H��

�L�Q�L�W�L�D�O�L�]�H�G����

�0�2�1�� ���� ���� ���� ���� ���� ���� ���� ����

�9�,�1�� �������������������� ���������������������� ���������������������� ���������������������� ���������������������� ���������������������� ���������������������� ����������������������
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5.6. Function 
 
This menu allows for programming matrix functions. Overview of the menu is presented below. Enter 
sub menu by moving joystick left/right or pressing SET key to program functions. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.6.1. Group 
 
This menu allows for programming group functions, as depicted below. Setup MAT, VIN of each 
MON. If VIN value is blank, the monitor does nothing when the group function is executed. MAT 
setup is available only with master matrix operating in master slave mode. 
 
 

�������*�5�2�8�3�� �(�Q�W�H�U���J�U�R�X�S���I�X�Q�F�W�L�R�Q���S�U�R�J�U�D�P�P�L�Q�J���P�H�Q�X��

�������6�(�4�8�(�1�&�(�� �(�Q�W�H�U���V�H�T�X�H�Q�F�H���I�X�Q�F�W�L�R�Q���S�U�R�J�U�D�P�P�L�Q�J���P�H�Q�X��

�������0�$�&�5�2�� �(�Q�W�H�U���P�D�F�U�R���I�X�Q�F�W�L�R�Q���S�U�R�J�U�D�P�P�L�Q�J���P�H�Q�X��

�������(�9�(�1�7���7�,�0�(�5�� �(�Q�W�H�U���V�F�K�H�G�X�O�L�Q�J���I�X�Q�F�W�L�R�Q���S�U�R�J�U�D�P�P�L�Q�J���P�H�Q�X��

�������(�;�,�7�� �5�H�W�X�U�Q���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��
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�������*�5�3�� �6�H�W�V���J�U�R�X�S���I�X�Q�F�W�L�R�Q���Q�X�P�E�H�U�� �� �� �a���� �� �� ���%�H�I�R�U�H���F�K�D�Q�J�L�Q�J���I�X�Q�F�W�L�R�Q��

�Q�X�P�E�H�U�����V�D�Y�H���F�X�U�U�H�Q�W���G�D�W�D���L�I���P�H�Q�X���G�D�W�D���K�D�V���F�K�D�Q�J�H�G�����R�W�K�H�U�Z�L�V�H��

�F�K�D�Q�J�H�V���Z�L�O�O���E�H���O�R�V�W����

�������0�2�1�� �6�H�W�V���P�R�Q�L�W�R�U���R�X�W�S�X�W���F�K�D�Q�Q�H�O���Q�X�P�E�H�U�� �� �� �a�� �� ��

�������0�$�7�� �6�H�W�V���,�'���Q�X�P�E�H�U���R�I���V�O�D�Y�H���P�D�W�U�L�[�����6�H�W�W�L�Q�J���W�K�H���Y�D�O�X�H���L�Q���W�K�L�V���I�L�H�O�G���L�V���S�R�V��

�V�L�E�O�H���R�Q�O�\���L�Q���P�D�V�W�H�U���P�D�W�U�L�[������

�������9���,�1�� �6�H�W���F�K�D�Q�Q�H�O���Q�X�P�E�H�U���R�I���Y�L�G�H�R���L�Q�� �� �� �a���� �� ��

�������6�$�9�(���'�$�7�$�� �6�D�Y�H���G�D�W�D���R�I���F�X�U�U�H�Q�W���Q�X�P�E�H�U���D�Q�G���K�R�O�G���F�X�U�U�H�Q�W���P�H�Q�X���S�D�J�H�����6�D�Y�H��

�G�D�W�D���E�H�I�R�U�H���F�K�D�Q�J�H���I�X�Q�F�W�L�R�Q���Q�X�P�E�H�U����

�������6�$�9�(���$�1�'���(�;�,�7�� �6�D�Y�H���F�K�D�Q�J�H�G���V�H�W�W�L�Q�J�V���D�Q�G���U�H�W�X�U�Q���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��

 
 
5.6.2. Sequence  
 
This menu allows for programming sequence functions.  There are two types of sequence 
functions: general and group sequences. 
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5.6.3. Macro 
 
This menu allows for programming macro functions. The menu is shown below. 
 
 
 
 
 
 
 
 
 
 
 
 
 

�������6�(�4�� �6�H�W�V���V�H�T�X�H�Q�F�H���I�X�Q�F�W�L�R�Q���Q�X�P�E�H�U�� �� �� �a���� �� �����3�U�L�R�U���W�R���F�K�D�Q�J�L�Q�J���I�X�Q�F��

�W�L�R�Q���Q�X�P�E�H�U�����V�D�Y�H���F�X�U�U�H�Q�W���G�D�W�D���L�I���P�H�Q�X���G�D�W�D���K�D�V���F�K�D�Q�J�H�G�����R�W�K�H�U��

�Z�L�V�H���F�K�D�Q�J�H�V���Z�L�O�O���E�H���O�R�V�W����

�������0�2�'�(�� �6�H�O�H�F�W�V���I�X�Q�F�W�L�R�Q���W�\�S�H�� �� �* �H�Q�H�U�D�O���*�U�R�X�S �� ��

�������1�2�� �'�H�I�L�Q�H�V���W�K�H���V�W�H�S���R�I���V�H�T�X�H�Q�F�H���G�L�V�S�O�D�\�L�Q�J�� �� �� �a������ ��

�������0�$�7�� �6�H�W�V���,�'���Q�X�P�E�H�U���R�I���W�K�H���P�D�W�U�L�[�����7�K�L�V���S�R�V�L�W�L�R�Q���L�V���D�Y�D�L�O�D�E�O�H���R�Q�O�\���I�R�U��

�P�D�V�W�H�U���P�D�W�U�L�[���L�Q���P�D�V�W�H�U���V�O�D�Y�H���P�R�G�H����

�������1�8�0�� �6�H�W�V���Y�L�G�H�R���L�Q���F�K�D�Q�Q�H�O���Q�X�P�E�H�U�� �� �� �a���� �� �� �Z�K�H�Q���Z�R�U�N�L�Q�J���L�Q���J�H�Q�H�U�D�O��

�P�R�G�H�����V�H�W�V���J�U�R�X�S���I�X�Q�F�W�L�R�Q���Q�X�P�E�H�U���Z�K�H�Q���R�S�H�U�D�W�L�Q�J���L�Q���J�U�R�X�S���P�R�G�H����

�������'�:�/�� �6�H�W�V���I�X�Q�F�W�L�R�Q���G�Z�H�O�O���W�L�P�H�� �� �6�W�H�S���G�X�U�D�W�L�R�Q�������a�������V�H�F �� ���� �G�H�I�D�X�O�W�����V�H�F��

�������3�5�(�9�����1�(�;�7���3�$�*�(�� �&�K�D�Q�J�H���V�W�H�S���S�D�J�H�����D�Y�D�L�O�D�E�O�H���L�Q���J�H�Q�H�U�D�O���V�H�T�X�H�Q�F�H���P�R�G�H���R�Q�O�\��

�� �3 ���������a���������3���������a���������3���������a���������3���������a���� �� ��

�������6�$�9�(���'�$�7�$�� �6�D�Y�H�V���V�H�W�W�L�Q�J�V�����6�D�Y�H���W�K�H���G�D�W�D���E�H�I�R�U�H���F�K�D�Q�J�L�Q�J���V�H�T�X�H�Q�F�H���Q�X�P�E�H�U����

�������6�$�9�(���$�1�'���(�;�,�7�� �6�D�Y�H�V���V�H�W�W�L�Q�J�V���D�Q�G���U�H�W�X�U�Q���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��
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�������0�&�5�� �6�H�W�V���P�D�F�U�R���I�X�Q�F�W�L�R�Q���Q�X�P�E�H�U�� �� �� �a���� �� �� ���6�D�Y�H���F�X�U�U�H�Q�W���G�D�W�D���E�H�I�R�U�H��

�F�K�D�Q�J�L�Q�J���P�D�F�U�R���Q�X�P�E�H�U����

�������1�2�� �6�H�W�V���V�W�H�S���I�R�U���P�D�F�U�R���F�R�P�P�D�Q�G�� �� �� �a���� �� ��

�������&�0�'�� �(�[�H�F�X�W�H�V���F�R�P�P�D�Q�G�V���I�U�R�P���W�K�H���V�H�W�����6�:�7�� �� �Y�L�G�H�R���V�Z�L�W�F�K�L�Q�J �� �� ��

�3�5�6�7�� �� �S�U�H�V�H�W���I�X�Q�F�W�L�R�Q �� �� �� �6�&�$�1�� �� �D�X�W�R���V�F�D�Q���I�X�Q�F�W�L�R�Q�� �� ���7�2�8�5��

�� �W �R�X�U���I�X�Q�F�W�L�R�Q �� �����3�7�5�1�� �� �S�D�W�W�H�U�Q���I�X�Q�F�W�L�R�Q �� ��

�������1�8�0�� �$�O�O�R�Z�V���I�R�U���V�H�W�W�L�Q�J���W�K�H���Q�X�P�E�H�U���R�I���I�X�Q�F�W�L�R�Q���W�R���H�[�H�F�X�W�H�����1�R�W���D�Y�D�L�O�D�E�O�H��

�Z�L�W�K���6�:�7���F�R�P�P�D�Q�G��

�������0�$�7�� �6�H�W�V���P�D�W�U�L�[���,�'�����2�Q�O�\���P�D�V�W�H�U���P�D�W�U�L�[���L�Q���P�D�V�W�H�U���V�O�D�Y�H���P�R�G�H���F�D�Q��

�F�K�D�Q�J�H���W�K�L�V���Y�D�O�X�H����
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5.6.4 Event timer  
 
This menu allows for programming event timer function schedule. It’s possible to program events on a 
daily, weekly and special event time basis. The menu is shown below. To change settings, move 
joystick left/right to set function type( Group, Sequence or Macro) and number + SET key to set 
function number. 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

�������7�,�0�(�5�� �6�H�W�V���H�Y�H�Q�W���W�L�P�H�U���I�X�Q�F�W�L�R�Q���Q�X�P�E�H�U�� �� �� �a���� �� �� ���%�H�I�R�U�H���F�K�D�Q�J�L�Q�J���I�X�Q�F��

�W�L�R�Q���Q�X�P�E�H�U�����V�D�Y�H���F�X�U�U�H�Q�W���F�R�Q�I�L�J�X�U�D�W�L�R�Q����

�������(�1�$�%�/�(�� �(�Q�D�E�O�H�V���H�Y�H�Q�W���W�L�P�H�U���I�X�Q�F�W�L�R�Q�� �� �2�1�����2�)�) �� ��
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�W�K�H���K�L�J�K�H�V�W���Y�D�O�X�H��

�������7�,�0�(�� �6�H�W�V���G�H�V�L�U�H�G���W�L�P�H�� �� �� ���+���I�R�U�P�D�W �� ��
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�V�F�K�H�G�X�O�H����
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�I�R�U���V�S�H�F�L�D�O���V�F�K�H�G�X�O�H����
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�W�K�H���I�X�Q�F�W�L�R�Q����
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�G�D�W�D���E�H�I�R�U�H���F�K�D�Q�J�H���I�X�Q�F�W�L�R�Q���Q�X�P�E�H�U����
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5.7. Alarm  
 
This menu allows for programming alarm operating modes. Also user can enter the alarm history 
menu via the alarm menu. 
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5.7.1.  Auxiliary  
 
This menu allows for programming auxiliary modes. 
 
 
 
 
 
 
 
 
 
 
 

 
5.7.2.  External alarm setup   
 
This menu allows for programming 16 external alarm modes. When alarm occurs, ‘E’(External) and 
alarm input number is displayed on screen. 

�������)�������)���� �)�������5�H�O�D�\���R�X�W�����)�������7�7�/���R�X�W��

�������0�2�'�(�� �$�X�[�L�O�L�D�U�\���R�S�H�U�D�W�L�R�Q���P�R�G�H�����7�Z�L�V�W���M�R�\�V�W�L�F�N���O�H�I�W���U�L�J�K�W���W�R���V�H�W���L�W�H�P����

�.�(�<�����$�F�W�L�Y�D�W�H�G���W�R�J�H�W�K�H�U���N�H�\���S�U�H�V�V�L�Q�J����

�/�$�7�&�+���� �¯ �$�F�W�L�Y�D�W�H�G���Z�K�L�O�H���N�H�\���L�V���K�H�O�G �° �� �P�R�G�H����

�0�2�0�(�1�7�����$�F�W�L�Y�D�W�H�G���Z�K�L�O�H���V�K�R�U�W���W�L�P�H���D�I�W�H�U���N�H�\�E�R�D�U�G���V�L�J�Q�D�O���L�Q�S�X�W��

�������1�2�5�0�$�/�� �)�����R�X�W�S�X�W���P�R�G�H�� �� �/ �R�Z�����+�L�J�K �� �� ��
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5.7.3.  Camera alarm setup   
 
This menu allows for programming 32 camera alarm modes. When alarm occurs, ‘D’(Device) and 
device’s channel number is displayed. 
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�������1�2�� �$�O�D�U�P���L�Q�S�X�W�����Q�X�P�E�H�U�� �� �����a���� �� ��

�������3�5�,�� �6�H�W���S�U�L�R�U�L�W�\���R�I���D�O�D�U�P���������L�V���W�K�H���K�L�J�K�H�V�W���S�U�L�R�U�L�W�\�� �� �� �a�� �� ��

�:�K�H�Q���P�X�O�W�L�S�O�H���D�O�D�U�P���I�X�Q�F�W�L�R�Q�V���D�U�H���U�X�Q�Q�L�Q�J���V�L�P�X�O�W�D�Q�H�R�X�V�O�\�����K�L�J�K�H�V�W����

�S�U�L�R�U�L�W�\���L�V���G�L�V�S�O�D�\�H�G���I�L�U�V�W����
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�Q�X�P�E�H�U���Z�L�W�K���6�(�7���N�H�\������
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�&�O�R�V�H�G �� ����
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�� �) �� ���)�� �� �� ���2�)�) �� ��
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�������/�$�7�� �6�H�W�V���D�O�D�U�P���P�H�V�V�D�J�H���W�L�P�H�R�X�W���I�R�U���P�X�O�W�L�S�O�H���D�O�D�U�P���H�Y�H�Q�W�V�� �� ���a�����V�H�F��

�2�)�) �� ��

�������3�5�(�9�����1�(�;�7���3�$�*�(�� �&�K�D�Q�J�H�V���D�O�D�U�P���S�D�J�H�� �� �3���������a���������3���������a���� �� ��

���������6�$�9�(���$�1�'���(�;�,�7�� �6�D�Y�H�V���F�K�D�Q�J�H�G���V�H�W�W�L�Q�J�V���D�Q�G���U�H�W�X�U�Q���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��



NV-MTX328  - User’s manual, ver. 1.0  

© NOVUS Security Sp. z o.o., All rights reserved  
 

35 
 

 

MATRIX SWITCHER SETUP 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.7.4. VLS and COM alarm setup  
 
This menu allows for programming configuration of video loss, matrix communication, and camera 
communication alarm modes. The example of setting alarms is shown below. 
When alarm occurred, messages will be displayed. ‘V’ (Video) and video input number when Video 
loss alarm, ‘C’ (Communication) and camera channel number when camera communication alarm, 
‘N’ (Network) and slave matrix id when slave matrix communication alarm. 
 
 

�������9�,�1�� �1�X�P�E�H�U���R�I���F�D�P�H�U�D���D�O�D�U�P���L�Q�S�X�W�� �� �� ���a���� �� ��
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5.7.5.  Slave matrix alarm setup 
 
This menu allows for configuring master matrix reaction for alarms incoming from slave matrix. 
This menu is available in master slave connection mode. 
When alarm occurs, ‘B’(Branch) and slave matrix ID is displayed. 
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�F�R�P�P�X�Q�L�F�D�W�L�R�Q���D�O�D�U�P�����6�/�9���&�2�0�����6�O�D�Y�H���P�D�W�U�L�[���F�R�P�P�X�Q�L�F�D�W�L�R�Q��

�D�O�D�U�P �� ��

�������(�1�$�� �(�Q�D�E�O�H�V���Y�L�G�H�R���D�Q�G���F�R�P�P�X�Q�L�F�D�W�L�R�Q���D�O�D�U�P���Q�R�W�L�I�L�F�D�W�L�R�Q���� �2 �1���2�)�) �� ��

�������2�8�7��
�6�H�O�H�F�W�V���D�O�D�U�P���R�X�W���R�S�H�U�D�W�L�R�Q���P�R�G�H�� �� �)�� �� �5�H�O�D�\ �� �����)�� �� �7�7�/�� �� ���$�/�/

�� �) �� ���)�� �� �� ���2�)�) �� ��

�������+�/�'�� �6�H�W�V���D�O�D�U�P���K�R�O�G���X�S���W�L�P�H�� �� �����a���������G�H�I�D�X�O�W���������V�H�F �� ��

�������/�$�7�� �(�Q�D�E�O�H�V���D�O�D�U�P���P�H�V�V�D�J�H���O�D�W�F�K�L�Q�J�� �� �2�1�������2�)�) �� ��

�������6�$�9�(���$�1�'���(�;�,�7�� �6�D�Y�H�V���F�K�D�Q�J�H�G���V�H�W�W�L�Q�J�V���D�Q�G���U�H�W�X�U�Q�V���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��
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MATRIX SWITCHER SETUP 

5.7.6.  Alarm history 

 

This menu allows for viewing history of alarms up to 120 which is occurred in matrix. User can con-
firm number of total alarm including alarm type, number, and date. The example of alarm history 
menu is shown below. 

�������'�,�6�3�/�$�<���(�1�$�%�/�(�� �(�Q�D�E�O�H�V���V�O�D�Y�H���P�D�W�U�L�[���D�O�D�U�P���P�H�V�V�D�J�H���G�L�V�S�O�D�\�� �� �2�1�����2�)�) �� ��

�������0�$�7�� �'�L�V�S�O�D�\�V���,�'���Q�X�P�E�H�U���R�I���V�F�D�Q�Q�H�G���V�O�D�Y�H���P�D�W�U�L�[����

�������3�5�,�� �6�H�W�V���S�U�L�R�U�L�W�\���R�I���D�O�D�U�P���������L�V���W�K�H���K�L�J�K�H�V�W���S�U�L�R�U�L�W�\�� �� �� �a�� �� ��

�:�K�H�Q���P�X�O�W�L�S�O�H���D�O�D�U�P���I�X�Q�F�W�L�R�Q�V���D�U�H���U�X�Q�Q�L�Q�J���V�L�P�X�O�W�D�Q�H�R�X�V�O�\�����K�L�J�K�H�V�W����

�S�U�L�R�U�L�W�\���L�V���G�L�V�S�O�D�\�H�G���I�L�U�V�W����

�������0�2�1�� �6�H�W�V���P�R�Q�L�W�R�U���Q�X�P�E�H�U���W�R���G�L�V�S�O�D�\���V�O�D�Y�H���P�D�W�U�L�[���Y�L�G�H�R�� �� �� �a�� �� ��

�������(�1�$�� �(�Q�D�E�O�H�V���Y�L�G�H�R���D�Q�G���F�R�P�P�X�Q�L�F�D�W�L�R�Q���D�O�D�U�P���Q�R�W�L�I�L�F�D�W�L�R�Q���� �2 �1���2�)�) �� ��

�������2�8�7��
�6�H�O�H�F�W�V���D�O�D�U�P���R�X�W���P�R�G�H�� �� �)�� �� �5�H�O�D�\ �� �����)�� �� �7�7�/ �� �� ���$�/�/

�� �) �� ���)�� �� �� ���2�)�) �� ��

�������+�/�'�� �6�H�W�V���D�O�D�U�P���K�R�O�G���X�S���W�L�P�H�� �� �����a���������G�H�I�D�X�O�W���������V�H�F �� ��

�������/�$�7�� �(�Q�D�E�O�H�V���D�O�D�U�P���P�H�V�V�D�J�H���O�D�W�F�K�L�Q�J���2�1�������2�)�)��

�������'�:�/��
�6�H�W�V���G�Z�H�O�O���W�L�P�H�� �� �� �a���������G�H�I�D�X�O�W�����V�H�F �� ��

�$�O�D�U�P���I�X�Q�F�W�L�R�Q���G�X�U�D�W�L�R�Q���Z�K�H�Q���P�X�O�W�L�S�O�H���D�O�D�U�P�V���R�F�F�X�U�U�H�G����

���������6�$�9�(���$�1�'���(�;�,�7�� �6�D�Y�H�V���F�K�D�Q�J�H�G���V�H�W�W�L�Q�J�V���D�Q�G���U�H�W�X�U�Q�V���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��
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�������$�/�$�5�0�� �7�\�S�H���R�I���D�O�D�U�P��

�� �0 �� �(�;�7�����0�D�W�U�L�[���H�[�W�H�U�Q�D�O�����&���(�;�7�����&�D�P�H�U�D���H�[�W�H�U�Q�D�O�������9�/�2�6�6�����9�L�G�H�R��

�O�R�V�V�����&���&�2�0�����&�D�P�H�U�D���F�R�P�P�X�Q�L�F�D�W�L�R�Q�����6���&�2�0�����6�O�D�Y�H���P�D�W�U�L�[���F�R�P��

�P�X�Q�L�F�D�W�L�R�Q�����6���0�$�7�����6�O�D�Y�H���P�D�W�U�L�[���D�O�D�U�P �� ��

�������1�2�� �1�X�P�E�H�U���R�I���D�O�D�U�P����

�� �0 �� �(�;�7�����&���(�;�7�����$�O�D�U�P���Q�X�P�E�H�U����

�9�/�2�6�6�����&���&�2�0�����6���&�2�0�����6���0�$�7�����'�H�Y�L�F�H���Q�X�P�E�H�U �� ��

�������'�$�7�(��

�7�L�P�H���D�Q�G���G�D�W�H���W�K�D�W���D�O�D�U�P���R�F�F�X�U�U�H�G�� �� �<�<���0�0���'�'���+�+���0�0���6�6���������+��

�I�R�U�P�D�W �� �� ���0�H�Q�X���G�L�V�S�O�D�\�V���\�H�D�U�����P�R�Q�W�K�����G�D�W�H�����D�F�F�R�U�G�L�Q�J���W�R���G�D�W�H���I�R�U��

�P�D�W����

�������3�5�(�9�����1�(�;�7���3�$�*�(�� �&�K�D�Q�J�H�V���D�O�D�U�P���O�L�V�W���S�D�J�H����

�������&�/�(�$�5���+�,�6�7�2�5�<�� �&�O�H�D�U�V���G�D�W�D���R�I���D�O�D�U�P���K�L�V�W�R�U�\��

�������(�;�,�7�� �5�H�W�X�U�Q�V���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��

 
 
5.8.  System  
 
System menu allows for changing basic system settings. User can restore factory defaults, change 
language, change/set password and copy camera settings. 
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5.8.1. Password edit 
 
This menu allows for changing system password. Enter new password and confirm it. Matrix switcher 
menu password is a string of 6 characters, with ‘Factory default password’ being ‘555555’. To edit 
password, use character table, as depicted below. 

MATRIX SWITCHER SETUP 

�������/�$�1�*�8�$�*�(�� �6�H�O�H�F�W�V���P�H�Q�X���O�D�Q�J�X�D�J�H���� �� �(�Q�J�O�L�V�K�����3�R�O�L�V�K�� ��

�������$�/�$�5�0���(�1�$�%�/�(�� �(�Q�D�E�O�H�V���D�O�D�U�P���R�S�H�U�D�W�L�R�Q�� �� �R�Q���R�I�I �� ��

�������0�(�1�8���7�,�0�(�2�8�7�� �6�H�W�V���W�K�H���W�L�P�H�R�X�W���R�I���W�K�H���P�H�Q�X�� �� �R�Q���R�I�I �� �� �����P�L�Q�X�W�H���I�L�[�H�G��

�������3�$�6�6�:�2�5�'���(�1�$�%�/�(�� �(�Q�D�E�O�H�V���S�D�V�V�Z�R�U�G���S�U�R�P�S�W���R�Q���P�H�Q�X���H�Q�W�U�\�� �� �R�Q���R�I�I �� ��

�������3�$�6�6�:�2�5�'���(�'�,�7�� �(�Q�W�H�U�V���S�D�V�V�Z�R�U�G���H�G�L�W���P�H�Q�X��

�������)�$�&�7�2�5�<���'�(�)�$�8�/�7�� �5�H�V�W�R�U�H�V���I�D�F�W�R�U�\���G�H�I�D�X�O�W�V��

�������'�2�0�(���'�$�7�$�%�$�1�.�� �(�Q�W�H�U�V���G�R�P�H���G�D�W�D�E�D�Q�N���P�H�Q�X����

�������6�<�6�7�(�0���,�1�)�2�5�0�$�7�,�2�1�� �(�Q�W�H�U�V���V�\�V�W�H�P���L�Q�I�R�U�P�D�W�L�R�Q���P�H�Q�X����

�������6�<�6�7�(�0���5�(�6�(�7�� �0�D�Q�X�D�O���U�H�V�H�W��

���������6�$�9�(���$�1�'���(�;�,�7�� �6�D�Y�H�V���F�K�D�Q�J�H�G���V�H�W�W�L�Q�J�V���D�Q�G���U�H�W�X�U�Q�V���W�R���S�U�H�Y�L�R�X�V���P�H�Q�X��
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MATRIX SWITCHER SETUP 

5.8.2. Dome databank 
 
This menu allows for downloading and uploading data from the Novus C-controlled dome cameras. To use 
‘Dome databank’ functions like downloading or uploading settings, user should display desired camera on 
a monitor before entering menu of a matrix switcher . 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.8.3. System Information  
 
This menu allows for viewing system information, including model number and system version. 

�������'�%�� �6�H�O�H�F�W���G�D�W�D�E�D�Q�N���Q�X�P�E�H�U�� �� �������� �� ��

�������,�'�� �6�H�O�H�F�W�V���D���G�R�P�H���F�D�P�H�U�D���X�V�L�Q�J���L�W�V���,�'��

�������6�$�9�(�'���'�$�7�(�� �'�L�V�S�O�D�\�V���W�K�H���G�D�W�H���R�I���O�D�V�W���V�D�Y�L�Q�J��

�������'�2�:�1�/�2�$�'���'�$�7�$���)�5�2�0���'�2�0�(�� �5�X�Q�V���G�D�W�D���G�R�Z�Q�O�R�D�G�L�Q�J��

�������8�3�/�2�$�'���'�$�7�$���7�2���'�2�0�(�� �5�X�Q�V���X�S�O�R�D�G�L�Q�J���G�D�W�D���W�R���D���F�D�P�H�U�D��

�������&�/�(�$�5���'�$�7�$�� �(�U�D�V�H�V���V�W�R�U�H�G���F�R�Q�I�L�J�X�U�D�W�L�R�Q��

�������(�;�,�7�� �5�H�W�X�U�Q�V���W�R���D���S�U�H�Y�L�R�X�V���P�H�Q�X��
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6. CONECTING NV-KBD 70  KEYBOARD TO NV-MTX328 MATRI X  
 
6.1. Matrix keyboard setup  
 
To setup the keyboard controllers, the user needs to setup the network, passwords and perform 
additional tasks, such as uploading and downloading data into/from the dome cameras. To enter the 
Keyboard menu, press and hold CTRL  and press MENU, later mentioned as CTRL+MENU . After 
pressing, the following menu appears: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1. Connect RS-485 cable to KBD 1 matrix port and DOME1 keyboard port  
2. Keyboard setup: 
 a) Power ON the keyboard  

 b) Login to keyboard menu as admin — 9999 
 c) Enter the menu by pressing CTRL+MENU  
 
To navigate through menu move Joystick up/ down. To change a particular setting, twist the Joystick. 
 
 d) Set parameters in NETWORK menu  
 
 
 
 
3. After saving the settings, keyboard reboots.  
4. During booting keyboard scans the buses to find connected matrix switchers  
 

CONECTING KEYBOARD TO MATRIX SYSTEM 
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CONECTING KEYBOARD TO MATRIX SYSTEM 

5. After logging in, a clock is displayed on keyboard’s LCD  
 
 
 
 
Keyboard menu has dynamic configuration dependable on its settings. Keyboard configured to work 
with matrix displays the menu as shown below: 
 
 
 
 
 
 
 
 
 
 
 
 
Configuring slave keyboard in master keyboard: 
 
Set the Com Ports options as depicted below: 
  
 
 
 

 
Additionally, configure the Set Slave Kbd menu: 
 
 
 
 
 
 
 

This screen allows for setting up the Slave KBD controller, and defining number of connected slave 
KBD controllers. 

�


�

�

�

� ���
���
��

����	���������	�

��
�������

������ !�����

���#����

"�%�!�

$��	����#�)����	�

�
��5�.�6 �
 

�����������2���-�
!1����������������0�3�
!1��������������0�7'!�
0.�������������
1
��

Set Slave Kbd 

��.#�/��7'!����144�

��.#�/��7'!��	���

.�/���	,��
��  

1. Slave KBD ON: Grants access for slave keyboard to devices connected to mas-
ter keyboard. 

2. Slave KBD Unit Enters the Slave keyboard unit submenu. 

Save and exit Saves the changed settings and returns to the previous menu 
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CONECTING KEYBOARD TO MATRIX SYSTEM 

This setup allows for setting up the number of slave keyboards. 
To use the slave keyboard, set the SLAVE position to ON. 
 
 
 
 
 
 

 6.2.  Slave Keyboard Setup  
 

Master keyboard should be set as follows: 
1. Set the 8th of S1 dip switch  to “OFF”. 
2. Press CTRL + MENU . Set Slave KBD setting to “ON”. 
 
  Network �O Set Slave KBD �O Slave KBD : ON  
  Network �O Set Slave KBD �O Slave KBD Unit: ON for the desired slave keyboard 
 
 
 
Slave keyboard need to be setup with the following procedure. 
1. Check for dip switch the 8th of S1 is “ON”. 
2. If you set all connection correctly and turn on the slave keyboard, you should see the following 

screen: 
 

� Current Device ID = 1 

� Default setting is 9 9 9 9 for administrator, 1 1 1 1 for user 

Otherwise: 

 

 

� means that the controller is not connected to master keyboard 

 

 

3. Press CTRL + MENU . Set the Slave ID to 01 
 

 
 

    Slave KBD Unit�

��.#�/���!����144�

��.#�/���!����144�

��.#�/���!����144�

.�/���	,��
��  

Ver x.x  Slave1 

Password : xxxx 

 

Not connected 
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7. OPERATION INSTRUCTIONS  
7.1. Select matrix 
 

 
 
Example of master matrix selection:  
 
press 1 + MAT  
 
If keyboard displays monitor or device information before matrix selection, turn off the device with 
the CAM  or DVR key and monitor with MON key, as depicted below: 
  
1) Before changes            2) CAM key                       3) MON key                  4) 2 + MAT  key 

 
 
 

7.2. Select monitor  
 
Example: 
 
 Select monitor out 2: 1 + MAT , 2 + MON 
 
If keyboard displays device information before monitor selection, turn off the device with the CAM  
or DVR key as shown below. 
   
 
1) Before change              2) CAM  key                     3) 2 + MON key 

 
 

1. Enter matrix number 

2. Press MAT  key. The keyboard should display selected matrix number. 

3. Press MAT key again to turn off the matrix selection 

����������	����

����������������

����������	����

����������������

�������

����������������

�������

����������������

1. Select matrix 

2. Enter monitor number. 

3. Press MON key. The keyboard displays selected monitor number. 

4. Press MON key again to off monitor selection. 

����������	����

����������������

����������	����

����������������

����������	����

����������������
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CONECTING KEYBOARD TO MATRIX SYSTEM 

7.3. Select video input  
 
 
 
 
 
 
 
 

Example 
 Select v-in channel 3 in monitor out 2: 1 + MAT, 2 + MON, 3 + MAIN 
 
7.4. Select camera 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Example : 
Select camera with ID 3 in monitor out 2: 1 + MAT , 2 + MON, 3 + CAM 
 
7.5. Select DVR 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Example:  
Select DVR with ID 4 in monitor out 2: 1 + MAT , 2 + MON, 4 + DVR 

1. Select matrix; 

2. Select monitor; 

3. Enter video input channel number and press MAIN  key to select desired v-in; 

4. Press PREV key to select previous v-in and NEXT key to select next v-in. 

1. Configure camera information in matrix switcher menu. 

2. Select matrix 

3. Select monitor 

4. Enter camera number and press CAM  key, or press only the CAM  key to select current 
monitor’s camera. 

5. The keyboard displays selected camera number and monitor displays video of selected cam-
era. If selected camera is not configured in the matrix switcher menu, the keyboard displays 
current device’s information of monitor. 

6. Control camera with key and joystick of keyboard.  Press CAM  again to turn off camera se-
lection. 

1. Configure DVR information in matrix switcher menu. 

2. Select matrix. 

3. Select monitor. 

4. Enter DVR number and press DVR key, or press only the DVR key to select current moni-
tor’s DVR. 

5. The keyboard displays selected DVR number and controls the DVR. If selected DVR is not 
configured in matrix switcher menu, the keyboard displays current device’s information on 
monitor. 

6. Control DVR with key and joystick for DVR. Press DVR key again to off DVR selection. 
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CONTROLLING PTZ DOME CAMERA FUNCTIONS 

7.6. Dome camera Pan/Tilt/Zoom 

 
 
 
 
 
7.7. Dome camera lens control, Focus/Iris 

 
 
 
 
 
7.8. Operating dome camera functions  

 
 

1. Select matrix 

2. Select monitor 

3. Select camera. 
  If camera is selected in monitor press only the CAM key,  starting camera’s ID display. 

4. Move joystick left/right to control pan position. 
Move joystick up/down to control tilt position. 
Twist joystick or press and hold zoom in/out key to control zoom position. 

1. Select matrix 

2. Select monitor 

3. Select camera. If camera is selected in monitor press only the CAM  key,  starting camera’s ID 
display. 

4. Press and hold focus near/far key to control camera focus. 
  Press and hold iris open/close key to control camera iris 

1. Select matrix 

2. Select monitor 

3. Select camera. If camera is selected in the monitor press only the CAM  key,  starting camera’s ID 
display. 

4. Refer to camera manual, regarding program functions. 

5. Press function key after function number, refer to keyboard manual for details. 
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OPERATING MATRIX FUNCTIONS 

7.9. Operating groups 

Example 
Run group 1 in monitor 2 of matrix 1: 1 + MAT , 2 + MON, 1 + GROUP 
 
7.10. Operating sequences 

Example 
Run sequence 2 in monitor 2 of matrix 1: 1 + MAT , 2 + MON, 2 + SEQ  
 
 
7.11. Operating macros  
 

Example 
 Run macro 3 in monitor 2 of matrix 1: 1 + MAT , 2 + MON, 3 + MACRO(MENU)  

1. Select matrix. 

2. Select monitor  
If keyboard displays device’s ID number, press the CAM  or DVR key to remove ID and switch 
the monitor to control mode. 

3. Enter group number. 

4. Press GROUP key. 

5. Press STOP key to remove function message. 

Run a sequence. 1. Select matrix. 

2. Select monitor. If keyboard displays device’s ID number, press the 
CAM  or DVR key to remove ID and switch the monitor to control 
mode. 
3. Enter sequence number. 

4. Press the SEQ key. 

Stop a sequence. 1-1. Press the STOP key. Function message disappears. 

1-2. Select camera. 

Run a macro. 1. Select matrix. 

2. Select monitor. If keyboard displays device’s ID number, press the 
CAM  or DVR key to remove ID and switch the monitor to control 
mode. 
3. Enter macro number. 

4. Press MACRO(MENU) key. Function message disappears after all 
macro steps are run. 
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OPERATING MATRIX FUNCTIONS 

7.12.Alarms  
 
After alarm state returns to normal state, alarm actions stop after a predefined “hold time” configured in 
alarm menu. Alarm messages disappear if ‘latch’ is set to ‘OFF’. To stop alarm actions or alarm 
messages manually, use the keys of the keyboard as shown below. 

If user stop alarms manually, matrix switcher system will check the alarms again every time the alarm 
returns to normal state or user reconfigures alarm menu. 
 
 
 
7.13. Setup matrix switcher menu 
 

 

Reset alarms 1. Press ALARM(SEL) key to reset alarm. 

2. Press LATCH key to remove latched alarm message. 

Auxiliaries 1. Select matrix. 

2. Select monitor.  

3. Press F1 or F2 key to activate auxiliaries manually, user should 
wait until keyboard times out to operate auxiliaries when other 
user is operating the devices simultaneously. 

Enter/Exit menu 1. Press MENU(MACRO) key holding down CTRL  key to enter 
menu. 
2. Press ESC key to exit menu. 

Move cursor 1. Move joystick left / right / up / down 

Change data 1. Move or twist joystick left / right to change item. 

2. Press number + SET key to enter a value. 
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OPERATING MATRIX FUNCTIONS 

 

 �Key Label  Descriptions  

Matrix Selection 
MAT 

Selects Matrix.  (e.g.:1 or 2 + MAT). 

Next 
 NEXT 

Displays next camera. 

Previous 
 PREV 

Displays previous camera. 

F1 
 F1 

Runs function 1. (You should set F1) 

F2 
 F2 

Runs function 2 (You should set F2) 

Stop 
 STOP 

Stops function 

Macro 
No.  +  MACRO  

Runs macro of the selected number 

MENU 
MACRO 

Pressing it simultaneously  with CTRL key enters the menu screen. 

Alarm 
 

Clears all alarm 

Sequence 
 

Turns sequence display on/off. 

Latch 
 LATCH  

Alarm latch ON/OFF 

Camera 
Selection No. +  

Displays the selected camera and allows the camera to be controlled by the 
keyboard controller if the selected camera is a dome camera. 
Function number selection with function keys. 
(e.g., 1 + CAM) 

DVR 
Selection No. +  

Displays the selected DVR and allows the DVR to be controlled by the key-
board controller 
(e.g., 1 + DVR) 

Full Screen 
No.  +  

Displays selected camera. 

Group 
No.  + GROUP 

Runs group of the selected number 

Set 
 

Selects a highlighted item or completes an entry that you have made. 

Monitor 
No.  + MON 

Selects monitor. 

Cursor move-
ment Joystick  Up / Down / Left / Right control in the Menu screen. 
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NOTE 
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INFORMACJE 

Dyrektywy EMC (2004/108/EC) i LVD (2006/95/EC) 
 Oznakowanie CE 
 

Nasze produkty spe
niaj�  wymagania zawarte w dyrektywach oraz przepisach krajowych 
wprowadzaj� cych dyrektywy:  
· Kompatybilno��  elektromagnetyczna EMC 2004/108/EC. 
· Niskonapi� ciowa LVD 2006/95/EC. Dyrektywa ma zastosowanie do sprz� tu elektrycznego 

przeznaczonego do u� ytkowania przy napi� ciu nominalnym od 50VAC do 1000VAC oraz   od 
75VDC do 1500VDC. 

Dyrektywa WEEE 2002/96/EC                      
Informacja dla u � ytkowników o pozbywaniu si�  urz� dze�  elektrycznych i elektronicznych 

Niniejszy produkt zosta
 oznakowany zgodnie z Dyrektyw�  WEEE (2002/96/EC) oraz 
pó� niejszymi zmianami, dotycz� c�  zu� ytego sprz� tu elektrycznego i elektronicznego. 

Zapewniaj� c prawid
owe z
omowanie przyczyniaj�  si�  Pa� stwo do ograniczenia ryzyka wyst� pienia 
negatywnego wp
ywu produktu na � rodowisko i zdrowie ludzi, które mog
oby zaistnie�  w przypadku 
niew
a� ciwej utylizacji urz� dzenia. 
Symbol umieszczony na produkcie lub do
� czonych do niego dokumentach oznacza,  
� e nasz produkt nie jest klasyfikowany jako odpad z gospodarstwa domowego. Urz� dzenie nale� y 
odda�  do odpowiedniego punktu utylizacji odpadów w celu recyklingu. Aby uzyska�  dodatkowe 
informacje dotycz� ce recyklingu niniejszego produktu nale� y skontaktowa�  si�   
z przedstawicielem w
adz lokalnych, dostawc�  us
ug utylizacji odpadów lub sklepem, gdzie nabyto 
produkt. 
  
Dyrektywa RoHS 2002/95/EC  
Informacja dla u � ytkowników dotycz� ca ograniczenia u� ycia substancji niebezpiecznych w 
sprz� cie elektrycznym i elektronicznym. 

W trosce o ochron�  zdrowia ludzi oraz przyjazne � rodowisko zapewniamy, � e nasze produkty 
podlegaj� ce przepisom dyrektywy  RoHS, dotycz� cej u� ycia substancji niebezpiecznych  
w sprz� cie elektrycznym i elektronicznym, zosta
y zaprojektowane i wyprodukowane zgodnie 
z wymaganiami tej dyrektywy. Jednocze� nie zapewniamy, � e nasze produkty zosta
y 

przetestowane i nie zawieraj�  substancji niebezpiecznych w ilo� ciach mog� cych niekorzystnie 
wp
ywa�  na zdrowie cz
owieka lub � rodowisko naturalne. 
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WARUNKI BEZPIECZE � STWA 
 

 

1. Przed zainstalowaniem i rozpocz� ciem eksploatacji nale� y dok
adnie zapozna�  si�  z niniejsz�  
instrukcj�  obs
ugi i zawartymi w niej wymogami bezpiecze� stwa; 

2. Uprasza si�  o zachowanie instrukcji na czas eksploatacji krosownicy na wypadek konieczno� ci odniesienia 
si�  do zawartych w niej tre� ci; 

3. Nale� y skrupulatnie przestrzega�  wymogów bezpiecze� stwa opisanych w instrukcji, gdy�  maj�  one 
bezpo� redni wp
yw na bezpiecze� stwo u� ytkowników i trwa
o��  oraz niezawodno��  urz� dzenia; 

4. Wszystkie czynno� ci wykonywane przez instalatorów i u� ytkowników musz�  by�  realizowane zgodnie         
z opisem zawartym w instrukcji; 

5. W czasie czynno� ci konserwatorskich urz� dzenie musi by�  od
� czone od zasilania; 

6. Nie wolno stosowa�  � adnych dodatkowych urz� dze�  lub podzespo
ów nie przewidzianych i nie zalecanych 
przez producenta; 

7. Urz� dzenie mo� e by�  zasilane jedynie ze � róde
 o parametrach zgodnych ze wskazanymi przez producenta 
w danych technicznych krosownicy. Dlatego te� , zabrania si�  zasilania krosownicy ze � róde
 o nieznanych, 
niestabilnych lub niezgodnych z wymaganiami okre� lonymi przez producenta parametrach; 

8. U� ytkownik nie mo� e dokonywa�  � adnych napraw lub modernizacji urz� dzenia. Wszystkie naprawy mog�  
by�  wykonywane jedynie przez wykwalifikowanych pracowników autoryzowanego serwisu; 

9. Nale� y niezw
ocznie od
� czy�  krosownic�  od � ród
a zasilania i przewodów sygna
owych oraz 
skontaktowa�  si�  z w
a� ciwym serwisem w nast� puj� cych przypadkach: 

· Uszkodzenia przewodu zasilaj� cego lub wtyczki tego przewodu; 
· Przedostania si�  cieczy do � rodka urz� dzenia lub gdy zosta
o ono nara� one na silny uraz mechaniczny; 
· Urz� dzenie dzia
a w sposób odbiegaj� cy od opisanego w instrukcji, a regulacje dopuszczone przez 

producenta i mo� liwe do samodzielnego przeprowadzenia przez u� ytkownika nie przynosz�  
spodziewanych rezultatów; 

· Obudowa zosta
a uszkodzona; 
· Mo� na zaobserwowa�  nietypowe zachowanie krosownicy. 

 
Uwaga 
Przed wykonaniem czynno� ci, która nie jest przewidziana dla danego Produktu w instrukcji obs
ugi, innych 
dokumentach do
� czonych do Produktu lub nie wynika ze zwyk
ego przeznaczenia Produktu, nale� y, pod 
rygorem wy
� czenia odpowiedzialno�ci Producenta za nast� pstwa takiej czynno� ci, skontaktowa�  si�                     
z Producentem. 
 
Uwaga 
Urz� dzenie, jako element profesjonalnego systemu telewizji dozorowej s
u�� cego do nadzoru i kontroli, nie jest 
przeznaczone do samodzielnego monta� u w gospodarstwach domowych przez osoby nie posiadaj� ce 
specjalistycznej wiedzy. 

 
Uwaga 
Producent zastrzega sobie mo� liwo��  wyst� pienia b
� dów w druku oraz zmian parametrów technicznych bez 
uprzedniego powiadomienia. 

UWAGI I OSTRZE � ENIA 
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1. Charakterystyka  
 
Krosownica Novus NV-MTX328 jest urz� dzeniem dzi� ki któremu mo� na integrowa�  pojedyncze 
systemy sk
adaj� ce si�  z rejestratora i kamer w du� e systemy CCTV.  Stosuj� c kamery PTZ, 
rejestratory Novus mamy mo� liwo��  zbudowa�  system CCTV zarz� dzany w sposób 
scentralizowany.   
 
 

 

Charakterystyka NV-MTX328 

 
· Mo� liwo��  pod
� czenia do 32 urz� dze�  zarz� dzanych z klawiatury  
· Kamery zarz� dzanie przez port RS-422 lub RS-485 
· Port RS-485 do pod
� czenia rejestratorów cyfrowych lub klawiatur 
· Port RS-232 do zarz� dzania krosownic�  lub pod
� czenia do komputera PC  
· Mo� liwo��  konfiguracji systemu krosownic 512x128 przy po
� czeniu równoleg
ym 16 krosownic  
· Mo� liwo��  konfiguracji systemu krosownic 128x8 przy po
� czeniu 5 krosownic w po
� czeniu 

MASTER-SLAVE 
· Pod
� czenie do 8 klawiatur wykorzystuj� c 2 poty komunikacyjne krosownicy 
· Podtrzymanie bateryjne ustawie�  konfiguracji krosownicy oraz zegara systemowego  
· 16 wej��  alarmowych i 2 wyj� cia alarmowe 
· Programowalne – 80 sekwencji , 80 grup, 80 funkcji makro, 80 zaprogramowanych funkcji 

wywo
ywanych zgodnie z harmonogramem  
· Menu chronione has
em  
· Zasilanie 12 V DC 12 W 
· 32 wej�cia video z przelotami i 8 wyj��  monitorowych z funkcj�  OSD  

 
 

INFORMACJE WST � PNE 
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DANE TECHNICZNE 

1.2.   Dane techniczne NV-MTX328 
 
 

 

Model 
  

NV-MTX328 
  

Komunikacja RS-485/422/232 baud rate: 2400 ~38400 bps (standardowo:9600bps) 

Wej� cie wideo 32 X BNC 

Wyj� cie wideo 8 X BNC 

Impedacja 75 Ohm niezbalansowane, Wej� cia i Wyj� cia 

S/N Ratio - 55dB RMS 

Wej� cia alarmowe 16 wej��  z osobnym dla ka� dego wyborem polaryzacji 

Wyj� cia alarmowe 
Jedno wyj� cie przeka� nikowe: NO i NC 
(1.0A / 24VDC, tylko rezystancyjne) 
Jedno wyj� cie: TTL / CMOS ( Aktywny stan wysoki lub niski ) 

Zasilane 12 VDC 

Pobór mocy 12 W 

Temperature pracy 0C do 50C 

Wymiary  (Unit : mm) 432x88x310 

Masa oko
o  4.2 kg 
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2. ZAWARTO �
  OPAKOWANIA 

Rozpakowuj� c urz� dzenie nale� y post� powa�  ostro� nie. 
Po otwarciu nale� y upewni�  si�  czy w opakowaniu znajduj�  si�  nast� puj� ce elementy: 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
    
 
 
 
 
  Uchwyty monta� owe do RACK 19” 
 
 
 
 
 
Je� eli którykolwiek z elementów zosta
  uszkodzony w transporcie, nale� y spakowa�  zawarto��  
z powrotem do oryginalnego opakowania i skontaktowa�  si�  z dostawc� . 
 

 

 

 

 

UWAGA ! 
Je� eli urz� dzenie zosta
o przyniesione z pomieszczenia o ni� szej temperaturze nale� y odczeka�  a�  
osi� gnie temperatur�  pomieszczenia, w którym ma pracowa� . Nie wolno w
� cza�  urz� dzenia 
bezpo� rednio po przyniesieniu z ch
odniejszego miejsca. Kondensacja, zawartej w powietrzu 
pary wodnej, mo� e spowodowa�  zwarcia i w konsekwencji uszkodzenie urz� dzenia. 

ZAWARTO �
  OPAKOWANIA 

1x instrukcja obs
ugi  NV-MTX328 

Zasilacz  12V DC  
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OPIS KROSOWNICY 

Z	 � CZA 
 

ZASTOSOWANIE 
 

01~32 WEJ� CIA KAMEROWE I PRZELOTOWE 
MON1~MON8 WYJ� CIA MONITOROWE Z OSD  
KBD1 
 

PORT RS485 DO POD	ACZENIA GLOBAL NEJ KLAWIATURY LUB  MAGI-
STRALA 

SYSTEMOWA PRZY PO	ACZENIU WIELU KROSOWNIC  
KBD2 PORT RS485 DO POD	ACZENIA KLAWIATURY LOKALNEJ  
EXT PORT RS485 DO POD	ACZENIA URZ � DZ� N ZEWN� TRZNYCH (DVR, 

KBD) 
DOME PORT DO ZARZADZANIA I STEROWANIA KAMERAMI Z PTZ 

RS485(T+ T- G) / RS422(R+ R- T+ T- G) 
RS232 PORT RS232 DO ZASTOSOWA�  SERWISOWWYCH I STERWANIA Z PC 
ALARM-IN  16 WEJ��  ALARMOWYCH  - NO / NC 
ALARM-OUT  2 WYJ� CIA ALARMOWE  

1 WYJSCIE PRZEKA� NIKOWE (F1) / 1 WYJ� CIE TTL (F2) 
DC12V ZASILANE 

3. Opis z
� cz krosownicy. 
  
 
Widok krosownicy z ty
u. 
 
 
 
 
 
 
 
 
 
 
 
 
 
Opis z
� cz na panelu tylnym. 
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OPIS KROSOWNICY 

3.1. Ustawienia prze
� czników  
 
Konfiguracji krosownicy  dokonuje si�  za pomoc�  prze
� czników DIP umieszczonych panelu tylnym 
krosownicy.   
 
 
Poni� sze tabele przedstawiaj�  ustawienia prze
� czników.  
 

 
 
 

 
Krosownic�  do komputera PC nale� y pod
� cza�  kablem NULL modem. 

Nr Stan Opis 

1~4 ON 
Matrix ID (1~16) 

OFF 

5 ON Standard wideo – PAL 
OFF Standard wideo — NTSC 

6 ON 
Zarezerwowane  

OFF 

7 
ON Upgrade oprogramowania 

w
� czony 
OFF Upgrade oprogramowania 

wy
� czony 

8 
ON Terminacja KBD w
� czona  
OFF Terminacja KBD wy
� czona  

9 
ON Terminacja portu DOME 

RS422 w
� czona 

OFF Terminacja portu DOME 
RS422 wy
� czona  

10 
ON 

Terminacja portu  
DOME RS422,  

RS485 w
� czona  

OFF 
Terminacja portu  
DOME RS422,  

RS485 wy
� czona  

Dip SW Matrix ID 

 1 2 3 4 
OFF OFF OFF OFF 1, MASTER 
OFF OFF OFF ON 2 
OFF OFF ON OFF 3 
OFF OFF ON ON 4 
OFF ON OFF OFF 5 
OFF ON OFF ON 6 
OFF ON ON OFF 7 
OFF ON ON ON 8 
ON OFF OFF OFF 9 
ON OFF OFF ON 10 
ON OFF ON OFF 11 
ON OFF ON ON 12 
ON ON OFF OFF 13 
ON ON OFF ON 14 
ON ON ON OFF 15 
ON ON ON ON 16 

Pin opis 

 

5           1

9       6

2 RX 
3 TX 
5 GND 

1,4, 6~9 nie pod
� czone 
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OPIS KROSOWNICY  

3.2. Terminacja 
 
Aby stworzy�  poprawnie funkcjonuj� cy system nale� y wykona�  po
� czenia krosownicy                         
z klawiatur� , kamer� , rejestratorem lub rejestratorami i dokona�  odpowiedniej konfiguracji  
terminacji na wszystkich urz� dzeniach stanowi� cych dany system.  
Do po
� czenia urz� dze�  nale� y zastosowa�  skr� tk�  UTP kat.5.oraz pami� ta�  o za
� czeniu  na 
kra� cach  terminacji magistrali komunikacyjnej.  
 
UWAGA: Bezwzgl� dnie nale� y przestrzega�  topologii kaskadowej tzn. stosowa�  jedn�  lini �                            
  z ewentualnymi krótkimi (do 1,5m ) odczepami. 	� czna d
ugo��  magistrali nie mo� e 
 przekracza�  1200m. W przypadku zastosowania topologii gwiazdy nale� y u� y�  
 aktywnego rozdzielacza protoko
u  np. NVPT-016DD. 
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4. POD	 	 CZANIE I OBS	UGA KROSOWNICY 
 
4.1. Budowa systemu z wykorzystaniu jednej krosownicy. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Przed pod
� czeniem zasilania pod
� cz urz� dzenia analogicznie jak na powy� szym obrazku.  Zgodnie  
z tabel�  prze
� czników DIP ustaw krosownic�  jako MASTER (ID1). W tej konfiguracji mo� emy 
zarz� dza�  maksymalnie 32 urz� dzeniami niezale� nie czy s�  to DVR czy kamery PTZ.  
 
1. Pod
� cz sygna
y wideo do wej��  VIDEO IN  
2. Pod
� cz magistral�  sterowania kamer PTZ pod zaciski portu DOME  
3. Wej� cia wideo rejestratora pod
� cz  pod  wyj� cia wideo krosownicy  (LOOPING)  
4. Aby mie�  mo� liwo��  sterowania rejestratorem pod
� cz RS-485 rejestratora do portu EXT. 
5. Pod
� cz klawiatur�  NV-KBD 70 do portu KBD1(IN) lub KBD2. Do ka� dego z portów mo� na 

pod
� czy�  do 4 klawiatur (1 MASTER i 3 SLAVE). Z
� cza KBD1 (OUT) s�  nieu� ywane. 
Tylko jedna klawiatura MASTER mo� e by�  pod
� czona do portu KBD. Pod
� czanie wi� cej ni�  
jednej klawiatury MASTER do portu KBD mo� e uszkodzi�  krosownic� . Je� eli chcemy  
pod
� czy�  wi� cej klawiatur to musz�  by�  skonfigurowane w tryb MASTER-SLAVE zgodnie  
z instrukcja do klawiatury NV-KBD 70.   

6. Pod
� cz wej� cia alarmowe pod zaciski ALARM IN  
7. Pod
� cz wyj� cia alarmowe pod zaciski ALARM OUT  
8. Pod
� cz zasilanie 12V DC i skonfiguruj krosownice  
 

POD	 	 CZANIE I OBS	UGA KROSOWNICY 
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

4.2. Budowa systemu z wykorzystaniu wielu krosownic równolegle — PARALLEL 512x128. 
 
W przypadku pod
� czenia krosownic równolegle u� ytkownik mo� e kontrolowa�  do 512 urz� dze�  
pod
� czonych  maksymalnie do 16 krosownic i 128 monitorów. Ka� da z krosownic mo� e by�  
zarz� dzana klawiaturami lokalnymi pod
� czonymi do portu KBD2 oraz klawiaturami globalnymi 
pod
� czonymi do portu KBD1. Sterowanie dowoln�  krosownic�  mo� liwe jest tylko z klawiatur   
globalnych pod
� czonych do portu KBD1. W przypadku sterownia klawiaturami globalnymi musimy 
po
� czy�  krosownice kaskadowo. Klawiatury musz�  by�  skonfigurowane w trybie MASTER-SLAVE 
zgodnie z instrukcj�  obs
ugi klawiatury.  
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

 Przed pod
� czeniem zasilania pod
� cz urz� dzenia analogicznie jak na powy� szym obrazku.  
Zgodnie z tabel�  prze
� czników DIP ustaw krosownicom ró� ne ID zaczynaj� c od ID1.  
 
1. Ustaw krosownicom ró� ne ID zaczynaj� c od ID1 
2. Pod
� cz sygna
y wideo do wej��  VIDEO IN krosownic 
3. Pod
� cz magistral�  sterowania kamer PTZ pod zaciski DOME krosownic. 
4. Wej� cia wideo rejestratora pod
� cz  pod  wyj� cia wideo krosownic  (LOOPING)  
5. Aby mie�  mo� liwo��  sterowania rejestratorem pod
� cz RS-485 rejestratora do portu EXT 

w krosownicy. 
6. Pod
� cz klawiatur�  globaln�  do portu KBD1(IN) a klawiatur�  lokaln�  do zacisków KBD2 

krosownicy.  
Do ka� dego z portów mo� na pod
� czy�  do 4 klawiatur (1 MASTER i 3 SLAVE). Tylko jedna 
klawiatura MASTER mo� e by�  pod
� czona do portu KBD. Pod
� czanie wi� cej ni�  jednej 
klawiatury MASTER mo� e uszkodzi�  krosownic� . Je� eli chcemy  pod
� czy�  wi� cej klawiatur to 
musz�  by�  skonfigurowane w tryb MASTER-SLAVE zgodnie z instrukcja do klawiatury  
NV-KBD 70.   

7. Port KBD1(OUT) z pierwszej krosownicy o ID 1 pod
� czamy do z
� cza KBD1(IN) drugiej  
krosownicy. Z wyj� cia KBD1 (OUT) drugiej krosownicy pod
� czamy do KBD (IN) trzeciej 
krosownicy. Operacje ta powtarzamy w przypadku kolejnych krosownic.  

8. Pod
� cz wej� cia alarmowe pod zaciski ALARM IN  
9. Pod
� cz wyj� cia alarmowe pod zaciski ALARM OUT  
10. Pod
� cz zasilanie 12V DC i skonfiguruj krosownice  
 
 
4.3. Budowa systemu z wykorzystaniu wielu krosownic — MASTER—SLAVE  128x8 
 
W przypadku pod
� czenia wielu krosownic w po
� czeniu MASTER—SLAVE u� ytkownik mo� e 
kontrolowa�  do 128 urz� dze�  pod
� czonych do maksymalnie 5 krosownic i 8 monitorów. Ka� da  
z krosownic jest zarz� dzana klawiaturami globalnymi pod
� czonymi do krosownicy MASTER (ID1) do 
portu KBD2. Port KBD1 s
u� y jako magistrala systemowa do komunikacji pomi� dzy krosownicami.    
Do portu KBD1 nie nale� y pod
� cza�  klawiatur. Pod
� czenie klawiatury do magistrali krosownic grozi  
uszkodzeniem portu krosownicy lub klawiatury. Sterowanie dowoln�  krosownic�  mo� liwe jest tylko  
z klawiatur globalnych pod
� czonych do portu KBD2 krosownicy MASTER. W przypadku sterowania 
systemem krosownic wieloma klawiaturami klawiatury musza by�  ustawione w trybie MASTER-
SLAVE zgodnie z instrukcja obs
ugi do KBD-70. Do krosownicy MASTER mo� emy pod
� czy�  do 8 
klawiatur. Cztery do portu KBD2 oraz 4 do portu EXT. Je� eli pod
� czymy klawiatury do portu EXT  
krosownicy to tracimy mo� liwo��  sterowania DVR.  
W po
� czeniu krosownic MASTER-SLAVE wszystkie sygna
y MON 1~8 z krosownic SLAVE 
pod
� czone s�  do wej��  krosownicy MASTER (Bezwarunkowo powinna by�  zachowana kolejno��  
pod
� czenia wyj��  monitorowych krosownic  SLAVE do krosownicy MASTER). Krosownica MASTER 
s
u� y do zarz� dzania  systemem oraz prze
� czania wyj��  monitorowych. W przypadku gdy system 
posiada mniej krosownic mo� emy niewykorzystan�  reszt�  wej��  wideo krosownicy MASTER  
wykorzysta�  do pod
� czenia kamer i rejestratorów bez utraty funkcjonalno� ci zwi� zanej ze sterowaniem 
systemem.  
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1. Ustaw krosownicom ró� ne ID.  ID1 jest zarezerwowane dla krosownicy MASTER. 
2. Pod
� cz sygna
y wideo z kamer do wej��  VIDEO IN krosownic SLAVE 
3. Pod
� cz wyj� cia monitorowe krosownic SLAVE do wej��  wideo krosownicy MASTER 

Krosownica SLAVE o ID2 do wej��  monitorowych MON 1~8 krosownicy MASTER, 
krosownica SLAVE o ID3 do wej��  monitorowych MON 9~16 krosownicy MASTER, itd..  

4. Pod
� cz magistral�  sterowania kamer PTZ do portu DOME krosownic SLAVE. 
5. Wej� cia wideo rejestratorów pod
� cz pod wyj� cia wideo (LOOPING) krosownic SLAVE 
6. Aby mie�  mo� liwo��  sterowania rejestratorami pod
� cz RS-485 rejestratora do portu EXT  

w krosownicach. 
7. Pod
� cz klawiatury do zacisków KBD2 lub EXT w krosownicy MASTER. Je� eli do portu EXT 

pod
� czone s�  rejestratory to klawiatury pod
� czamy tylko do portu KBD2. 
Do ka� dego z portów mo� na pod
� czy�  do 4 klawiatur (1 MASTER i 3 SLAVE). Tylko jedna 
klawiatura MASTER mo� e by�  pod
� czona do portu KBD lub EXT . Pod
� czanie wi� cej ni�  
jednej klawiatury MASTER do jednego portu mo� e uszkodzi�  krosownic� . Je� eli chcemy  
pod
� czy�  wi� cej klawiatur to musz�  by�  skonfigurowane w tryb MASTER-SLAVE zgodnie  
z instrukcja do klawiatury NV-KBD 70.   

8. Z
� cze KBD1(OUT) z pierwszej krosownicy MASTER (ID1) pod
� czamy do z
� cza KBD1(IN) 
drugiej  krosownicy. Z wyj� cia KBD1 (OUT) drugiej krosownicy pod
� czamy do KBD IN) 
trzeciej krosownicy. Operacje te powtarzamy w przypadku kolejnych krosownic.  

9. Pod
� cz wej� cia alarmowe pod zaciski ALARM IN krosownic.  
10. Pod
� cz wyj� cia alarmowe pod zaciski ALARM OUT krosownic. 
11. Pod
� cz zasilanie 12V DC i skonfiguruj krosownice. 

POD	 	 CZANIE I OBS	UGA KROSOWNICY 
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

12. Konfiguracja krosownicy MASTER  
a) Porty -> Konfiguracja Master Matrix: ustaw tryb po
� czenia na ‘Master Slave’. 
b) Kamery: Ustaw opisy urz� dze�  oraz parametry sterowania. 
c) Data i czas: ustaw czas i dat�  i format wy� wietlania. 
d) Porty -> Konfiguracja Master Matrix: wyszukiwanie Slave Matrix. Krosownica Matrix  
przeskanuje magistral�  wykryje i odczyta konfiguracj�  krosownic SLAVE. Je� lei dokonujemy 
zmian w konfiguracji krosownic SLAVE  nale� y za ka� dym razem wykona�  funkcje 
‘Wyszukiwania Slave Matrix’. 
e) Porty -> Konfiguracja Master Matrix -> Konfiguracja wej��  video-master: Wybierz funkcj�  
’Autokonfiguracja’.  Funkcja ta powoduje przypisanie wyj��  krosownic SLAVE do wej��   
krosownicy MASTER 

13. Konfiguracja krosownicy SLAVE (ID2) 
Wejd�  do menu krosownicy SLAVE  
- Wybierz krosownice MASTER ID1 i monitor  MON1 (1+MAT, 1+MON) 
- Wybierz pierwsze wej� cie wideo krosownicy SLAVE ID2 
(‘201’+MAIN ,‘201’ oznacza krosownice o ID2 i kana
 wideo ‘01’) 
- Wybierz krosownic�  SLAVE  ID2.  (MON1: 2+MAT, 1+MON) 
- Wejd�  do menu krosownicy SLAVE (CTRL + MENU(MACRO) a nast� pnie skonfiguruj  
wej� cia wideo, wej� cia i wyj� cia alarmowe 

14. Po  konfiguracji krosownic SLAVE wró�  do zarz� dzania  systemem z krosownicy MASTER  
(1+MAT, 1+MON) 

 
5. Konfiguracja Krosownicy  
 
 

Nawigacja po menu krosownicy  

# - numer wybrany za pomoca przycisków numerycznych  

# + MAT, # + MON, CTRL + MENU(MACRO)  

Po wybraniu monitora i krosownicy wci	 nij klawisz CTRL a nast
 pnie wci	 nij klawisz MENU(MACRO). 

Po wci	 ni
 ciu tej sekwencji klawiszy powinno pojawi�  sie menu krosownicy na uprzednio wybranym 

monitorze.  

 

JOYSTICK GÓRA, DÓ	, LEWO, PRAWO, SET  

- do nawigacji po menu u� ywamy joysticka JOYSTICK GÓRA, DÓ	, LEWO, PRAWO,  

- do zatwierdzania zmian klawisza SET 

 

PRZEKR� CENIE JOYSTICKA W LEWO , PRZEKR � CENIE JOYSTICKA W PRAWO, # + SET   

 - przekr
 cenie joysticka prawo/lewo lub klawiszy powoduje PREV/NEXT  do zmiany warto	 ci w menu 

- wpisanie numeru  i wci	 ni
 cie klawisza SET powoduje wpisanie tej warto	 ci w menu 

 

ESC 

 Wci	 nij ESC aby wyj	�  z menu. 
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

 
Je� eli na ekranie klawiatury jest wy� wietlana litera M oznacza to � e, krosownica wy� wietla 
menu  konfiguracji na monitorze.  Aby wyj��  z menu krosownicy nale� y wcisn��  klawisz ESC. 
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Operacje w menu krosownicy. 

POD	 	 CZANIE I OBS	UGA KROSOWNICY 

... 

�1�U�� �2�S�H�U�D�F�M�D���Z���P�H�Q�X���� �2�S�L�V��

���� �:�H�M���F�L�H���G�R���P�H�Q�X���� �&�7�5�/�������0�(�1�8���0�$�&�5�2������

���� �:�\�M���F�L�H���]���P�H�Q�X���� �(�6�&���O�X�E���S�R�]�\�F�M�D���«�(�;�,�7�¬���]���P�H�Q�X����

���� �3�R�U�X�V�]�D�Q�L�H���N�X�U�V�R�U�H�P���Z���P�H�Q�X�� �-�R�\�V�W�L�F�N���J�µ�U�D���G�µ�����O�H�Z�R���S�U�D�Z�R��

���� �:�H�M���F�L�H���G�R���S�R�G�P�H�Q�X���� �-�R�\�V�W�L�F�N���O�H�Z�R���S�U�D�Z�R���O�X�E���N�O�D�Z�L�V�]���6�(�7��

���� �(�G�\�F�M�D���S�R�]�\�F�M�L���Q�X�P�H�U�\�F�]�Q�H�M��
�3�U�]�H�N�U�Û�F�H�Q�L�H���-�R�\�V�W�L�F�N���O�X�E���N�O�D�Z�L�V�]�H���3�5�(�9���1�(�;�7���O�X�E���Z�\�E�µ�U����

�Q�X�P�H�U�X���]���N�O�D�Z�L�D�W�X�U�\���L���Z�F�L���Q�L�Û�F�L�H���N�O�D�Z�L�V�]�D���6�(�7����

���� �(�G�\�F�M�D���S�µ�O���Z�\�E�R�U�X�� �3�U�]�H�N�U�Û�F�H�Q�L�H���M�R�\�V�W�L�F�N�D���O�X�E���N�O�D�Z�L�V�]�H���3�5�(�9���1�(�;�7����

���� �:�\�N�R�Q�\�Z�D�Q�L�H���N�R�P�H�Q�G����
�������:�\�E�µ�U���S�R�]�\�F�M�L���M�R�\�V�W�L�F�N�L�H�P���O�H�Z�R���S�U�D�Z�R���S�U�]�H�N�U�Û�F�H�Q�L�H����

�������:�\�N�R�Q�D�Q�L�H���N�R�P�H�Q�G�\���§���Q�X�P�H�U���I�X�Q�N�F�M�L�������6�(�7��

����
�+�D�U�P�R�Q�R�J�U�D�P���Z�\�Z�R���D�Q�L�H����

�I�X�Q�N�F�M�L����

�������:�\�E�µ�U���S�R�]�\�F�M�L���M�R�\�V�W�L�F�N�L�H�P���O�H�Z�R���S�U�D�Z�R���S�U�]�H�N�U�Û�F�H�Q�L�H����

�������:�\�N�R�Q�D�Q�L�H���N�R�P�H�Q�G�\���§���Q�X�P�H�U���I�X�Q�N�F�M�L�������6�(�7��

���� �+�D�V���R�����Z�S�L�V�D�Q�L�H�����]�D�S�L�V�\�Z�D�Q�L�H�� �:�\�E�L�H�U�]���]�Q�D�N�L���D���]�D�W�Z�L�H�U�G�<���N�O�D�Z�L�V�]�H�P���6�(�7��

������ �(�G�\�F�M�D���Q�D�]�Z�\������
�3�U�]�H�N�U�Û�É���M�R�\�V�W�L�F�N���O�X�E���N�O�D�Z�L�V�]���3�5�(�9���1�(�;�7���D�E�\���]�P�L�H�Q�L�É���]�Q�D�N���D��

�Q�D�V�W�Û�S�Q�L�H���]�D�W�Z�L�H�U�G�<���Z�\�E�µ�U���N�O�D�Z�L�V�]�H�P���6�(�7��

������ �3�R�]�\�F�M�D���2�6�'���§���Z�\�E�µ�U���S�R�]�\�F�M�L���� �3�U�]�H�N�U�Û�É���M�R�\�V�W�L�F�N���O�X�E���N�O�D�Z�L�V�]�H���3�5�(�9���1�(�;�7��

������ �3�R�]�\�F�M�D���2�6�'���§���]�P�L�D�Q�D���S�R�]�\�F�M�L���� �-�R�\�V�W�L�F�N���J�µ�U�D���G�µ�����O�H�Z�R���S�U�D�Z�R��

������ �3�R�]�\�F�M�D���2�6�'���§���]�D�S�L�V���X�V�W�D�Z�L�H�������� �:�\�E�L�H�U�]���N�O�D�Z�L�V�]���6�(�7���O�X�E���«�=�D�S�L�V�]���L���Z�\�M�G�<�¬���]���P�H�Q�X����
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5.1. MENU G	ÓWNE 
 
Przy pierwszym uruchomieniu krosownicy aby zapewni�  minimum funkcjonalno� ci systemu  
u� ytkownik powinien skonfigurowa�  menu KAMERA, MONITOR, CZAS I DATA, PORT,  
Do menu g
ównego krosownicy ID1 wchodzimy z klawiatury  NV-KBD 70 w nast� puj� cy sposób: 
 
1. Wciskamy klawisze 1 a nast� pnie MAT,  

wciskamy klawisze  1 a nast� pnie MON 
2. Wci� ni� cie jednocze� nie 

CTRL+MENU(MACRO) 
powoduje wej� cie do menu 
krosownicy. 

 
 
 
 
 
 
 
 
 
 
 
 
 
Przy pierwszym w
� czeniu krosownica posiada menu w j� zyku angielskim.  
Zmiany j� zyka dokonuje sie w menu SYSTEM.  
 
5.2. KAMERA  
 
Po wej� ciu do menu KAMERA pojawi si�  okno KONFIGURACJA KAMER. W menu tym 
u� ytkownik ma mo� liwo��  ustawienia protoko
u, pr� dko� ci transmisji, ID urz� dzenia które jest  
pod
� czone do konkretnego wej� cia wideo.  
 
W trybie MASTER-SLAVE nie jest 
mo� liwe edytowanie danych z poziomu 
krosownicy MASTER na krosownicach 
SLAVE. Krosownica MASTER ma 
mo� liwo��  tylko podgl� du wpisanych 
danych  
Aby uzupe
ni� /od� wie� y�  konfiguracje 
nale� y wybra�  opcj�  WYSZUKIWANIE 
SLAVE-MATRIX w menu PORTY  
 

POD	 	 CZANIE I OBS	UGA KROSOWNICY 
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Aby monitorowa�  alarmy zewn� trze z kamer lub komunikacj�  z kamerami nale� y ustawi�  krosownice 
jak poni� ej.  
 
1. MENU SYSTEMOWE —> ALARM AKTYWNY:  ‘WL’ 
2. ALARMY  —> WEJ� CIA ALARMOWE KAMER, ALARMY SYSTEMOWE:  

W
� cz alarm W	 PTZ ‘WL’ 
3.  KAMERA  —> kolumna ALM : ‘WL’  
 
Krosownica mo� e kontrolowa�  urz� dzenia takie jak: kamery i rejestratory. 
W przypadku sterowania rejestratorem z protoko
em N-Control nale� y wybra�  PROT na NC DVR.  
 
Je� eli dokonamy ponownej edycji menu KONFIGURACJI KAMER  mo� emy  zosta�  zapytani o to 
czy chcemy nadpisa�  ju�  istniej� ce dane.  

�������0�$�7���� �0�D�W�U�L�[���,�'�����:���W�U�\�E�L�H���P�D�V�W�H�U���V�O�D�Y�H�����N�R�Q�I�L�J�X�U�D�F�M�D���N�D�P�H�U���Z���N�U�R�V�R�Z�Q�L�F�\��

�6�/�$�9�(���M�H�V�W���W�\�O�N�R���G�R���S�R�G�J�O�Ç�G�X������
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�U�H�P���'�9�5�����'���$�����'���%�����'���&�����'���'�����3�&���'�9�5�����1���&�R�Q�W�U�R�O����

�������%�$�8�'����
�3�R�]�\�F�M�D���R�N�U�H���O�D���S�U�Û�G�N�R���É���N�R�P�X�Q�L�N�D�F�M�L���]���X�U�]�Ç�G�]�H�Q�L�H�P��������������������������

����������������������������������������

�������$�/�0����
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���:�<�/�����:�/�������8�V�W�D�Z�L�H�Q�L�H���Q�D���«�:�/�¬���Z���Ç�F�]�D���S�R�Z�L�D�G�D�P�L�D�Q�L�H���]���Z�H�M���É����

�D�O�D�U�P�R�Z�\�F�K���N�D�P�H�U���L���S�R�Z�L�D�G�D�P�L�D�Q�L�H���R���S�U�]�H�U�Z�D�F�K���Q�D���P�D�J�L�V�W�U�D�O�L���3�7�=����
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�������=�$�3�,�6�=���� �=�D�S�L�V�X�M�H���]�P�L�D�Q�\���Z���N�R�Q�I�L�J�X�U�D�F�M�L��
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

5.3.  MONITOR  
 
W menu MONITOR mo� emy dokona�  konfiguracji wy� wietlania OSD na wyj� ciach monitorowych 
krosownicy.  U� ytkownik mo� e zdefiniowa�  pozycje napisów, ukrywa�  i zmienia�  niektóre opisy,  
 

 
 

 
 

�������1�$�=�:�$���0�$�7�5�,�;���� �1�D�]�Z�D���N�U�R�V�R�Z�Q�L�F�\�����:�H�M�G�<���G�R���S�R�G�P�H�Q�X���D�E�\���H�G�\�W�R�Z�D�É���Q�D�]�Z�Û�����P�D�N�V����

�����]�Q�D�N�µ�Z�������=�Q�D�F�]�Q�L�N�L�H�P���]�P�L�H�Q�L�D�Q�H�J�R���]�Q�D�N�X���M�H�V�W���V�\�P�E�R�O���«�
�¬����

�������3�2�=�<�&�-�$���1�$�=�:�<���.�$�0�(�5�<���� �:�\�Z�R���D�Q�L�H���W�H�J�R���P�H�Q�X���S�R�Z�R�G�X�M�H���]�P�L�D�Q�Û���Q�X�P�H�U�D�F�M�L���N�D�P�H�U���]�J�R�G�Q�L�H���]��

�W�D�E�H�O�Ç���«�=�P�L�D�Q�D���Q�X�P�H�U�D�F�M�L���N�D�P�H�U�¬�������Q�D���Q�D�V�W�Û�S�Q�H�M���V�W�U�R�Q�L�H����

�������(�'�<�&�-�$���1�$�=�:�<���.�$�0�(�5�<�� �:�H�M���F�L�H���G�R���P�H�Q�X���H�G�\�F�M�L���Q�D�]�Z�\���N�D�P�H�U�\����

�������(�'�<�&�-�$���1�$�=�:�<���0�2�1�,�7�2�5�$���� �:�H�M���F�L�H���G�R���P�H�Q�X���H�G�\�F�M�L���Q�D�]�Z�\���P�R�Q�L�W�R�U�D����

�������3�2�=�<�&�-�$���2�6�'�� �:�H�M���F�L�H���G�R���P�H�Q�X���Z���N�W�µ�U�\�P���G�H�I�L�Q�L�X�M�H�P�\���S�R�]�\�F�M�H���Z���N�W�µ�U�H�M���P�D�M�Ç���V�L�Û��

�Z�\���Z�L�H�W�O�D�É���L�Q�I�R�U�P�D�F�M�H���W�M�����Q�D�]�Z�D���N�D�P�H�U�\�����Q�D�Z�D���P�R�Q�L�W�R�U�D����

�������1�$�=�:�$���0�$�7�5�,�;�� �:���Ç�F�]�H�Q�L�H���:�\���Ç�F�]�H�Q�L�H���Z�\���Z�L�H�W�O�D�Q�L�D���,�'���L���Q�D�]�Z�\���N�U�R�V�R�Z�Q�L�F�\����

�������1�$�=�:�$���.�$�0�(�5�<�� �:���Ç�F�]�H�Q�L�H���:�\���Ç�F�]�H�Q�L�H���Z�\���Z�L�H�W�O�D�Q�L�D���Q�D�]�Z�\���N�D�P�H�U�\����

�������1�$�=�:�$���0�2�1�,�7�2�5�$�� �:���Ç�F�]�H�Q�L�H���:�\���Ç�F�]�H�Q�L�H���Z�\���Z�L�H�W�O�D�Q�L�D���Q�D�]�Z�\���P�R�Q�L�W�R�U�D����

�������'�$�7�$���,���&�=�$�6�� �:���Ç�F�]�H�Q�L�H���:�\���Ç�F�]�H�Q�L�H���Z�\���Z�L�H�W�O�D�Q�L�D���G�D�W�\���L���F�]�D�V�X����

�������1�$�=�:�$���)�8�1�.�&�-�,���� �:���Ç�F�]�H�Q�L�H���:�\���Ç�F�]�H�Q�L�H���Z�\���Z�L�H�W�O�D�Q�L�D���Q�D�]�Z���I�X�Q�N�F�M�L����

���������$�/�$�5�0�<�� �:���Ç�F�]�H�Q�L�H���:�\���Ç�F�]�H�Q�L�H���Z�\���Z�L�H�W�O�D�Q�L�D���N�R�P�X�Q�L�N�D�W�µ�Z���D�O�D�U�P�R�Z�\�F�K����

���������=�$�3�,�6�=���,���:�<�-�'�;�� �=�D�S�L�V�X�M�H���X�V�W�D�Z�L�H�Q�L�D���L���Z�\�F�K�R�G�]�L���]���P�H�Q�X������
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W przypadku gdy zmienimy numeracj�  kamer dla krosownicy o ID2 to opisy kamer zmieni�  si�   
z CAM001~CAM032 na CAM033~CAM064 
 
Zmiana numeracji kamer 

 
5.3.1.  EDYCJA NAZWY KAMERY 
 
Menu pozwala na wprowadzenie zmian w nazwach kamer ze standardowych np..CAM001 na 
dowolne przyjazne dla u� ytkownika np.. STACJA, DVR1   

POD	 	 CZANIE I OBS	UGA KROSOWNICY 

Mat ID 01 02 03 04 05 06 07 08 09 10 11 12 13 14 15 16 

Offset 0 32 64 96 128 160 192 224 256 288 320 352 384 416 448 480 

�������1�5�� �1�X�P�H�U���Z�H�M���F�L�D���Z�L�G�H�R��

�������1�$�=�:�$�� �1�D�]�Z�D���N�D�P�H�U�\�����:�H�M�G�<���G�R���S�R�G�P�H�Q�X���D�E�\���H�G�\�W�R�Z�D�É���Q�D�]�Z�Û�����P�D�N�V��������

�]�Q�D�N�µ�Z�������=�Q�D�F�]�Q�L�N�L�H�P���]�P�L�H�Q�L�D�Q�H�J�R���]�Q�D�N�X���M�H�V�W���V�\�P�E�R�O���«�
�¬����

�������'�2���7�<���8�����'�2���3�5�=�2�'�8�� �=�P�L�D�Q�D���N�R�O�H�M�Q�\�F�K���V�W�U�R�Q���]���N�D�P�H�U�D�P�L�����3���������a���������3���������a���������3����

�������a���������3���������a��������

�������=�$�3�,�6�=���,���:�<�-�'�;�� �=�D�S�L�V�X�M�H���X�V�W�D�Z�L�H�Q�L�D���L���Z�\�F�K�R�G�]�L���]���P�H�Q�X������



NV-MTX328  - Instrukcja obs
ugi, wer. 1.0  

Wszelkie prawa zastrze� one © NOVUS Security Sp. z o.o.  
 

22 
 

5.3.2.  EDYCJA NAZWY MONITORA 
 
Menu pozwala na wprowadzenie zmian w nazwach monitorów z standardowych np..MON001 na 
dowolne przyjazne dla u� ytkownika. 
 

 
 
 
 
 
 
 
 
 
5.3.3.  POZYCJA OSD 
 
Menu pozwala na ustawienie pozycji na ekranie dla nast� puj� cych opisów: czas i data, opis monitora, 
opis krosownicy, opis kamery, opis wykonywanych funkcji oraz komunikatów alarmowych. Wyboru 
pozycji dokonuje si�  joystickiem. Zatwierdzenie pozycji nast� puje po wci� ni� ciu klawisza SET. 

POD	 	 CZANIE I OBS	UGA KROSOWNICY 

... 
... 

�������1�5�� �1�X�P�H�U���P�R�Q�L�W�R�U�D����

�������1�$�=�:�$�� �1�D�]�Z�D���P�R�Q�L�W�R�U�D�����:�H�M�G�<���G�R���S�R�G�P�H�Q�X���D�E�\���H�G�\�W�R�Z�D�É���Q�D�]�Z�Û�����P�D�N�V����

�����]�Q�D�N�µ�Z�������=�Q�D�F�]�Q�L�N�L�H�P���]�P�L�H�Q�L�D�Q�H�J�R���]�Q�D�N�X���M�H�V�W���V�\�P�E�R�O���«�
�¬����

�������=�$�3�,�6�=���,���:�<�-�'�;�� �=�D�S�L�V�X�M�H���X�V�W�D�Z�L�H�Q�L�D���L���Z�\�F�K�R�G�]�L���]���P�H�Q�X������
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 
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5.4.  DATA I CZAS 
 
W tym menu mamy mo� liwo��  ustawienia daty i czasu systemowego oraz wy� wietlania ich  
w  ró� nych formatach. 
 
 

�������)�2�5�0�$�7���'�$�7�<���� �=�P�L�D�Q�D���I�R�U�P�D�W�X���G�D�W�\�����$�6�,�$�����8�6�$�����(�8�5�2������

�������)�2�5�0�$�7���&�=�$�6�8�� �=�P�L�D�Q�D���I�R�U�P�D�W�X���F�]�D�V�X���������+���������+����

�������5�2�.���� �(�G�\�F�M�D���Z�D�U�W�R���F�L���§���S�U�]�H�N�U�Û�F�H�Q�L�H���M�R�\�V�W�L�F�N�D�����]�D�W�Z�L�H�U�G�]�H�Q�L�H���N�O�D�Z�L�V�]�����6�(�7��

�������0�,�(�6�,�Æ�&���� �(�G�\�F�M�D���Z�D�U�W�R���F�L���§���S�U�]�H�N�U�Û�F�H�Q�L�H���M�R�\�V�W�L�F�N�D�����]�D�W�Z�L�H�U�G�]�H�Q�L�H���N�O�D�Z�L�V�]�����6�(�7��

�������'�=�,�(���� �(�G�\�F�M�D���Z�D�U�W�R���F�L���§���S�U�]�H�N�U�Û�F�H�Q�L�H���M�R�\�V�W�L�F�N�D�����]�D�W�Z�L�H�U�G�]�H�Q�L�H���N�O�D�Z�L�V�]�����6�(�7��

�������*�2�'�=�,�1�$�� �(�G�\�F�M�D���Z�D�U�W�R���F�L���§���S�U�]�H�N�U�Û�F�H�Q�L�H���M�R�\�V�W�L�F�N�D�����]�D�W�Z�L�H�U�G�]�H�Q�L�H���N�O�D�Z�L�V�]�����6�(�7��

�������$�0���3�0�� �(�G�\�F�M�D���Z�D�U�W�R���F�L���§���S�U�]�H�N�U�Û�F�H�Q�L�H���M�R�\�V�W�L�F�N�D������

�������0�,�1�8�7�<�� �(�G�\�F�M�D���Z�D�U�W�R���F�L���§���S�U�]�H�N�U�Û�F�H�Q�L�H���M�R�\�V�W�L�F�N�D�����]�D�W�Z�L�H�U�G�]�H�Q�L�H���N�O�D�Z�L�V�]�����6�(�7��

�������6�(�.�8�1�'�<�� �(�G�\�F�M�D���Z�D�U�W�R���F�L���§���S�U�]�H�N�U�Û�F�H�Q�L�H���M�R�\�V�W�L�F�N�D�����]�D�W�Z�L�H�U�G�]�H�Q�L�H���N�O�D�Z�L�V�]�����6�(�7��

���������=�$�3�,�6�=���,���:�<�-�'�;�� �=�D�S�L�V�X�M�H���X�V�W�D�Z�L�H�Q�L�D���L���Z�\�F�K�R�G�]�L���]���P�H�Q�X������
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 
  

5.5.  PORT 
 
Menu to s
u� y do konfiguracji portów i ich funkcjonalno� ci. Z tego menu wchodzimy do podmenu  
KONFIGURACJA MASTER MATRIX w którym ustawia si�  tryb pracy systemu krosownic 
RÓWOLEG	Y lub MASTER SLAVE.  
 
 
 
 
 
 
 
 
 
 
 
 

 

�������3�2�5�7���.�%�'���� �7�U�\�E���S�U�D�F�\���S�R�U�W�X���.�%�'�������*�/�2�%�$�/�1�$���.�%�'�����0�$�*�,�6�7�5�$�/�$����

�*�/�2�%�$�/�1�$���.�%�'�����Z���W�U�\�E�L�H���O�R�F�D�O���P�D�W�U�L�[������

�0�$�*�,�6�7�5�$�/�$�����Z���W�U�\�E�L�H���S�U�D�F�\���P�D�V�W�H�U���V�O�D�Y�H��

�������3�2�5�7���.�%�'������ �7�U�\�E���S�U�D�F�\���S�R�U�W�X���.�%�'���������/�2�.�$�/�1�$���.�%�'�����=�$�'�1�$����

�/�2�.�$�1�$���.�%�'�����Z���W�U�\�E�L�H���S�U�D�F�\���O�R�F�D�O���P�D�W�U�L�[��

�=�$�'�1�$�����Z���N�U�R�V�R�Z�Q�L�F�\���V�O�D�Y�H��

�������3�2�5�7���'�2�0�(�� �7�U�\�E���S�U�D�F�\���S�R�U�W�X���'�2�0�(�����5�6�����������5�6����������

�������3�2�5�7���5�6�������� �7�U�\�E���S�U�D�F�\���S�R�U�W�X���5�6�������������3�&���$�6�&�,�,�����=�$�'�(�1����

�������3�2�5�7���(�;�7�� �7�U�\�E���S�U�D�F�\���S�R�U�W�X���(�;�7�����'�9�5�����.�%�'�����=�$�'�(�1������

�.�%�'�����W�U�\�E���G�R�V�W�Û�S�Q�\���Q�D���N�U�R�V�R�Z�Q�L�F�\���P�D�V�W�H�U���Z���S�R���Ç�F�]�H�Q�L�X���P�D�V�W�H�U�����V�O�D�Y�H����

�������=�$�-�Ú�7�2���È���.�%�'�� �&�]�D�V���S�R���N�W�µ�U�\�P���L�Q�Q�\���X�>�\�W�N�R�Z�Q�L�N���]���L�Q�Q�H�M���N�O�D�Z�L�D�W�X�U�\���P�R�>�H���S�U�]�H�M�Ç�É���N�R�Q�W�U�R�O�Û��

�Q�D�G���W�\�P���V�D�P�\�P���X�U�]�Ç�G�]�H�Q�L�H�P���P�R�Q�L�W�R�U�H�P���������a�����V�H�N����

�������2�'�3�����.�$�0�(�5�<���� �&�]�D�V���R�G�S�R�Z�L�H�G�]�L���G�O�D���S�R�U�W�X���'�2�0�(���������a�������P�V������

�������=�$�3�,�6�=���,���:�<�-�'�;�� �=�D�S�L�V�X�M�H���X�V�W�D�Z�L�H�Q�L�D���L���Z�\�F�K�R�G�]�L���]���P�H�Q�X������
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

5.5.1. KONFIGURACJA MASTER MATRIX 
 
W tym menu ustawiamy tryb pracy krosownicy, wyszukujemy krosownice SLAVE oraz 
konfigurujemy wej� cia krosownicy MASTER.  
 
 
Krosownica w trybie ROWNOLEG	YM            Krosownica w trybie MASTER-SLAVE 

 
 
Przed  konfiguracj�  przestaw krosownice w tryb MASTER SLAVE, a nast� pnie wyszukaj 
krosownice SLAVE i zapisz ustawienia.  Nast� pnie wejd�  do menu ’KONFIGURACJA WEJ�	  
VIDEO-MASTER i przypisz wej� cia wideo w krosownicy MASTER.   
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

5.5.2. KONFIGURACJA WEJ�
  VIDEO-MASTER 
  
Menu do konfiguracji  wej��  wideo krosownicy MASTER  
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
Autokonfiguracja wej��  wideo odbywa si�   w chwili wyszukiwania  krosownic SLAVE. Menu to  
pozwala na edycje   przypisania wej��  wideo. W przypadku skonfigurowania pe
nego systemu  
MASTER–SLAVE (4 krosownice slave) do ka� dego z monitorów w krosownicy MASTER przypisane 
s�   wej� cia wideo zgodnie z poni� sz�  tabel� . W trybie MASTER SLAVE funkcje prze
� czania jak PR-
EV/NEXT/SEKWENCJA dost� pne zgodnie z poni� sza tabel� .  
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5.6. FUNKCJE 
Menu pozwala na konfiguracje funkcji jakie mo� na zaprogramowa�  w krosownicy.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.6.1. GRUPY 
 
Menu pozwala ustawi�  grupy (widoki) sk
adaj� ce si�  z ósemek przyporz� dkowanych kamer do 
monitorów. Funkcja pozwala na bardzo szybkie prze
� czanie widoków ca
ych grup kamer z
o� onych  
z kamer pod
� czonych do ró� nych krosownic. 
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5.6.2. SEKWENCJE 
 
Menu pozwala na zaprogramowanie sekwencji grup lub sekwencji kamer. 
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5.6.3. MAKRO  
 
Menu pozwala na konfiguracje makr które nast� pnie mo� na wywo
ywa�  manualnie lub  
z harmonogramu. Makro jest to sekwencja komend które s�  wykonywane w zaprogramowanych 
odst� pach czasu.  
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Kontrolowanie wielu monitorów i kamer za pomoc�  makr.  
Tylko nieu� ywane monitory i kamery mog�  by�  sterowane przez makra. Je� eli która�  z kamer lub 
monitorów jest u� ywana przez innego u� ytkownika na ekranie pojawi si�  napis ‘Urz� dzenie zaj� te’ 
 
Czas w komendach makr 
Je� li ostatnia komenda makra dotyczy kamery to kamera b� dzie j�  wykonywa
a ci� gle. 
Czas wykonania komendy jest bezwzgl� dny tzn. kolejna komenda makra zostanie wykonana po 
zadeklarowanym czasie. Je� eli wywo
ywana funkcja kamery wymaga czasu to nale� y go dobra�  w 
taki sposób aby kamera mog
a j�  uko� czy� .  
 
Powrót do makra z trybu alarmowego  
Je� eli nadejdzie alarm w czasie wykonywania makra to krosownica zawiesi wykonywanie makra. Po   
zresetowaniu alarmów makro zostanie przywrócone. W przypadku gdy makro nie zawiera komend 
SWT to przywrócenie wykonywania makra mo� e zachowywa�  si�  nienormalnie. 
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5.6.4 HARMONOGRAM FUNKCJI  
 
Harmonogram pozwala na zaprogramowania wykonania ,sekwencji, grupy, makra o konkretnej 
godzinie, dacie lub jako zdarzenie cykliczne.  
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5.7. ALARMY  
 
Menu pozwala na konfiguracje alarmów oraz reakcji systemu na alarmy typu utrata sygna
u, wej� cie 
alarmowe, przerwa w magistrali 
� cz� cej system. 
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

5.7.1.  WYJ� CIA ALARMOWE  
 
Menu to pozwala na zaprogramowanie dzia
ania wyj��  przeka� nikowych.  
 
 
 
 
 
 
 
 
 
 
 
 

 
5.7.2.  WEJ� CIA ALARMOWE  
 
Menu to pozwala na zaprogramowanie reakcji systemu na nap
ywaj� ce sygna
y z wej��  alarmowych 
krosownicy. Je� eli zostanie wywo
any alarm tego typu na ekranie pojawi si�  napis ‘E’ (external)  
i numer wej� cia, które wywo
a
o alarm. 
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5.7.3.  WEJ� CIA ALARMOWE KAMER 
 
Menu to pozwala na zaprogramowanie reakcji systemu na nap
ywaj� ce sygna
y alarmowe z kamer.  
Je� eli zostanie wywo
any alarm tego typu na ekranie pojawi si�  napis ‘D’ (device)  
i numer kana
u, który wywo
a
 alarm. 
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.7.4.  ALARMY SYSTEMOWE  
 
Menu pozwala zdefiniowa�  ustawienia globalne reakcji systemu na komunikaty sp
ywaj� ce do 
systemu zwi� zane z utrat�  wideo, przerwach na magistrali 
� cz� cej krosownice, przerwach  
w magistrali PTZ.  
Reakcj�  na zaistnia
e alarmy jest wy� wietlenie nast� puj� cych komunikatów na monitorze. 
 
V + numer kana
u — w przypadku zaniku sygna
u wideo  
C + numer kamery — w przypadku przerwy na magistrali PTZ  
N + ID krosownicy — w przypadku przerw na magistrali 
� cz� cej krosownice 
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

 
 
5.7.5.  ALARMY Z SLAVE MATRIX  
 
Menu pozwala zdefiniowa�  reakcj�  systemu na alarmy przychodz� ce z krosownic SLAVE. Menu 
jest dost� pne tylko w krosownicy MASTER. W przypadku nadej� cia alarmu z krosownicy SLAVE 
na ekranie pojawi si�  litera ‘B’ (Branch) i numer ID krosownicy SLAVE. 
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

 

 
5.7.6.  HISTORIA ALARMÓW  
 
Menu pozwala na przegl� danie ostatnich 120 logów z alarmów. 
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�������&�=�$�6��
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

�������$�/�$�5�0�� �7�\�S���D�O�D�U�P�X����

���0���(�;�7�����N�U�R�V�R�Z�Q�L�F�D���]�H�Z�Q�Û�W�U�]�Q�D�����&���(�;�7�����N�D�P�H�U�D���]�H�Z�Q�Û�W�U�]�Q�D������

�9�/�2�6�6�����X�W�U�D�W�D���Z�L�G�H�R�����&���&�2�0�����E���Ç�G���Z���N�R�P�X�Q�L�N�D�F�M�L���]���N�D�P�H�U�Ç��������

�6���&�2�0�����E���Ç�G���Z���N�R�P�X�Q�L�N�D�F�M�L���]���N�U�R�V�R�Z�Q�L�F�D���6�/�$�9�(�����6���0�$�7�����$�O�D�U�P���]��

�N�U�R�V�R�Z�Q�L�F�\���6�/�$�9�(����

�������1�5�� �1�X�P�H�U���D�O�D�U�P�X����

�:���S�U�]�\�S�D�G�N�X���0���(�;�7�����&���(�;�7�����Q�X�P�H�U���D�O�D�U�P�X����

�:���S�U�]�\�S�D�G�N�X���9�/�2�6�6�����&���&�2�0�����6���&�2�0�����6���0�$�7�����Q�X�P�H�U���X�U�]�Ç�G�]�H�Q�L�D����

�������'�$�7�(���L���&�=�$�6���� �'�D�W�D���L���F�]�D�V���]�G�D�U�]�H�Q�L�D���D�O�D�U�P�R�Z�H�J�R������

�������'�2���3�5�=�2�'�8�����'�2���7�<���8�� �=�P�L�D�Q�D���V�W�U�R�Q���O�R�J�µ�Z��

�������:�<�&�=�<���È���+�,�6�7�2�5�,�Ú�� �&�]�\���F�L���K�L�V�W�R�U�L�H���D�O�D�U�P�µ�Z��

�������:�<�-�'�;�� �:�\�F�K�R�G�]�L���]���P�H�Q�X��

 
 
5.8.  SYSTEM 
  
Menu pozwala na mi� dzy innymi przywrócenie ustawie�  fabrycznych, wyboru wersji j� zykowej, 
zmian�  has
a do krosownicy, kopiowanie ustawie�  kamery.   
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5.8.1. EDYCJA HAS	A 
 
Menu s
u� y do zmiany has
a krosownicy. Maksymalna d
ugo��  has
a 6 znaków.  
Po wprowadzeniu nowego has
o zostaniemy poproszeni o jego powtórzenie. Standardowym has
em 
krosownicy jest ‘55555’ 

POD	 	 CZANIE I OBS	UGA KROSOWNICY 

�������-�Ú�=�<�.�� �:�\�E�µ�U���M�Û�]�\�N�D���3�R�O�V�N�L�����$�Q�J�L�H�O�V�N�L��

�������$�/�$�5�0���$�.�7�<�:�1�<�� �$�O�D�U�P�\���Z���Ç�F�]�R�Q�H���Z�\���Ç�F�]�R�Q�H��

�������$�8�7�2���:�<�����0�(�1�8�� �$�X�W�R�P�D�W�\�F�]�Q�H���Z�\�M���F�L�H���]���P�H�Q�X�������:�/���:�<������

�������+�$�6���2���� �:���Ç�F�]�H�Q�L�H���Z�\���Ç�F�]�H�Q�L�D���K�D�V���D����

�������(�'�<�&�-�$���+�$�6���$���� �:�H�M���F�L�H���G�R���P�H�Q�X�����K�D�V���D����

�������8�6�7�$�:�,�(�1�,�$���)�$�%�5�<�&�=�1�(���� �3�U�]�\�Z�U�µ�F�H�Q�L�H���G�R���X�V�W�D�Z�L�H��������

�������.�2�3�,�2�:�$�1�,�(���8�6�7�$�:�,�(�����.�$�0�(�5�<���� �:�H�M���F�L�H���G�R���P�H�Q�X���N�R�S�L�R�Z�D�Q�L�D���X�V�W�D�Z�L�H�����N�D�P�H�U��

�����,�1�)�2�5�0�$�&�-�$���2���6�<�6�7�(�0�,�(���� �:�H�M���F�L�H���G�R���P�H�Q�X���]���L�Q�I�R�U�P�D�F�M�D�P�L���V�\�V�W�H�P�R�Z�\�P�L����

�������5�(�6�7�$�5�7���6�<�6�7�(�0�8�� �5�H�V�H�W���N�U�R�V�R�Z�Q�L�F�\��

���������=�$�3�,�6�=���,���:�<�-�'�;�� �=�D�S�L�V�X�M�H���X�V�W�D�Z�L�H�Q�L�D���L���Z�\�F�K�R�G�]�L���]���P�H�Q�X����
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POD	 	 CZANIE I OBS	UGA KROSOWNICY 

5.8.2. KOPIOWANIE USTAWIE �  KAMERY 
 
Menu pozwala na kopiowanie ustawie�  kamery. Funkcja dzia
a jedynie z protoko
em  Novus C.  
Dost� pne s�  dwa banki pami� ci do przechowywania konfiguracji kamer.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.8.3. INFORMACJA O SYSTEMIE  
 
W menu tym mo� emy uzyska�  informacje o modelu  krosownicy oraz wersji sprz� tu i oprogramowania. 

�������'�%�� �:�\�E�µ�U���E�D�Q�N�X���S�D�P�L�Û�F�L����������������

�������,�'�� �:�\�E�µ�U���,�'���N�D�P�H�U�\���G�R���]�J�U�D�Q�L�D���N�R�Q�I�L�J�X�U�D�F�M�L����

�������'�$�7�$�� �'�D�W�D���X�W�Z�R�U�]�H�Q�L�D���N�R�S�L�L���N�R�Q�I�L�J�X�U�D�F�M�L��

�������.�2�3�,�8�-���'�$�1�(���=���.�$�0�(�5�<�� �.�R�S�L�X�M�H���N�R�Q�I�L�J�X�U�D�F�M�Û���]���N�D�P�H�U�\��

�������:�*�5�$�-���'�$�1�(���'�2���.�$�0�(�5�<�� �:�J�U�\�Z�D���N�R�Q�I�L�J�X�U�D�F�M�Û���G�R���N�D�P�H�U�\��

�������:�<�&�=�<���È���'�$�1�(�� �.�D�V�X�M�H���]�D�S�D�P�L�Û�W�D�Q�Ç���N�R�Q�I�L�J�X�U�D�F�M�H����

�������:�<�-�'�;�� �:�\�F�K�R�G�]�L���]���P�H�Q�X��



NV-MTX328  - Instrukcja obs
ugi, wer. 1.0  

Wszelkie prawa zastrze� one © NOVUS Security Sp. z o.o.  
 

41 
 

6. POD	ACZENIE KLAWIATURY NV-KBD 70 DO KROSOWNICY N V-MTX328  
 
Aby pod
� czy�  klawiatur�  do krosownicy powinni� my post� powa�  w nast� puj� cy sposób: 
 
1. Pod
� cz kabel RS-485 pomi� dzy zacisku portu KBD1 krosownicy a portem DOME1 klawiatury. 
2. Konfiguracja klawiatury do wspó
pracy z krosownic� . 

a) W
� cz klawiatur�   

b) Wpisz has
o administratora — 9999 
c) Wejd�  do menu klawiatury wciskaj� c kombinacj�  CTRL+MENU  

 
 Aby  przechodzi�  po kolejnych pozycjach menu u� yj Joysticka (góra/dó
) 
 Aby  do menu u� yj Joysticka (w prawo) 
 Aby  zmieni�  warto��  przekr��  Joystick  
  
 
 
 
 
 
 
 
 
 
 
 
 
 d) Ustaw nast� puj� ce parametry w menu NETWORK 
 
 
 
 
 
 
3. Po wprowadzeniu i zapisaniu powy� szych ustawie�  klawiatura zrestartuje si� .  
4. Podczas automatycznego  uruchamiania zacznie wyszukiwa�   krosownice.  
 
 

POD	 	 CZENIE KLAWIATURY NV-KBD 70 DO KROSOWNICY NV-MTX328   
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POD	 	 CZENIE KLAWIATURY NV-KBD 70 DO KROSOWNICY NV-MTX328   

5. Po wpisaniu has
a administratora  - 9999  wy� wietli si�  tylko zegar.  
 
 
 
 
 
 
 
 
Menu klawiatury zmienia si�  dynamicznie w zale� no� ci od aktualnej konfiguracji. W przypadku 
ustawienia klawiatury do pracy w krosownic�  menu g
ówne klawiatury zaw�� a si�  do nast� puj� cych 
pozycji. 
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POD	 	 CZENIE KLAWIATURY NV-KBD 70 DO KROSOWNICY NV-MTX328   

 
Ustawienie klawiatury SLAVE  
Aby u� ytkownik móg
 u� ywa�  klawiatury SLAVE powinien ustawi�  klawiatur�  MASTER  
w nast� puj� cy sposób 
 
 
 
 
oraz w menu Set Slave Kbd  
 
 

 
 
 
 
 
 
 
 

Slave KBD UNIT  
Menu pozwala na zdefiniowanie ile SLAVE jest pod
� czonych do klawiatury MASTER 
Aby zadeklarowa�  pod
� czenie SLAVE nale� y ustawi�  opcj�  w menu na ON  
 
 

�����������2���-�
!1����������������0�3�
!1��������������0�7'!�
0.�������������
1
��

Set Slave Kbd�

��.#�/��7'!����144�

��.#�/��7'!��	���

.�/���	,��
��  

1. Slave KBD ON: W
� cza dost
 p klawiatury Slave do urz� dze�  pod
� czonych do kla-
wiatury Master  

2. Slave KBD Unit Wej	 cie do podmenu ustawie�  klawiatury Slave. 

Save and exit Zapisuje i wychodzi z menu  

    Slave KBD Unit�

��.#�/���!����144�

��.#�/���!����144�

��.#�/���!����144�

.�/���	,��
��  
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7.  KONFIGURACJA KROSOWNICY SLAVE 
 
Sprawd�  czy klawiatura MASTER posiada nast� puj� ce ustawienia. 
 
1. Prze
� cznik DIP S1 pozycja 8 na OFF  
2. Sprawd�  ustawia w menu Slave KBD  
 
 Network �O Set Slave KBD �O Slave KBD : ON  
 Network �O Set Slave KBD �O Slave KBD Unit: ON (DLA WYBRANEGO ID KLAWIATURY SLAVE)   
 
 
Sprawd�  ustawienia klawiatury SLAVE  
1. Prze
� cznik DIP S1 pozycja 8 na ON 
2. Po poprawnym pod
� czeniu klawiatury i pod
� czeniu jej powinni� my zobaczy�  nast� puj� ce 

menu  
 
 
 
 
ID klawiatury 1 standardowe has
o administratora 9999 u� ytkownika 1111 
 
 
 
 
Taki ekran oznacza � e, klawiatura SLAVE nie ma po
� czenia z MASTER. 
 
 
 

POD	 	 CZENIE KLAWIATURY NV-KBD 70 DO KROSOWNICY NV-MTX328   

Ver x.x  Slave1 

Password : xxxx 

Not connected 
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POD	 	 CZENIE KLAWIATURY NV-KBD 70 DO KROSOWNICY NV-MTX328   

7.1. Main Menu 
Podobnie jak w przypadku klawiatury MASTER menu klawiatury SLAVE jest kontekstowe zale� y  od 
wybranego trybu pracy klawiatury. 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

� ���
���
��

��!�/������
����#�

����	���������	�

��
�������

��%�!�

"��#����

$��	����#�)����	�

.�/���	,��
��  

1. Device : Normal Normal: praca bez krosownicy. 
Matrix : praca z krosownica. 

2. Configuration Wej	 cie do menu konfiguracji takich rzeczy jak has
a administratora, u� ytkownika 

3. Network Wej	 cie do menu konfiguracji portów klawiatury 

4. LCD Wej	 cie do menu konfiguracji LCD 

5. Alarm Wej	 cie do menu konfiguracji alarmów klawiatury. 

6. Initialization Przywrócenie ustawie�  fabrycznych 

Save and Exit Zapisuje i wychodzi z menu  
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OBS	UGA KROSOWNICY ZA POMOC 	  KLAWIATURY NV-KBD 70 

8. OBS	UGA KROSOWNICY ZA POMOC 	  KLAWIATURY NV-KBD 70 
 
Po  pod
� czeniu klawiatury do zasilania klawiatura zaczyna wyszukiwa�  krosownice. Zakres 
skanowania to 1~16. 
 
 
 
 
 
Po przeskanowaniu i odnalezieniu krosownic pojawi si�  okno logowania.  
 
 
 
 
 
Po zalogowaniu si�  na ekranie klawiatury wy� wietla si�  jedynie zegar systemowy.  
 
 
 
 
 
8.1. Wybór krosownicy  
 
Aby wybra�  krosownic�  któr�  chcemy zarz� dza�  wybieramy ID krosownicy (klawisz numeryczny) 
a nast� pnie  MAT   
 
Nr + MAT  
 
 
 
Je� eli chcemy wyj��  z trybu zarz� dzania krosownic�  wciskamy klawisz MAT bez wyboru ID 
krosownicy. 
 
8.2. Wybór monitora  
 
Je� eli mamy ju�  wybran�  krosownic�  to nast� pnym krokiem jest wybór monitora na którym b� dziemy 
pracowa� . Aby wybra�  monitor wybieramy z klawiatury numerycznej numer monitora a nast� pnie 
klawisz MON  
 
Nr + MON  
 
 
Je� eli chcemy wyj��  z trybu zarz� dzania krosownic�  na wybranym monitorze wciskamy klawisz MON  
wyboru numeru monitora 
 
UWAGA 
Aby zmieni�  monitor konieczne jest wyj� cie z trybu zarz� dzania urz� dzeniem DVR,  CAM 
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8.3. Wybór urz� dzenia  
 
Aby wybra�  urz� dzenie nale� y wybra�  Nr + CAM  w przypadku wyboru kamery lub Nr + DVR  
w przypadku wyboru rejestratora. Zanim zaczniemy sterowa�  urz� dzeniami nale� y upewni�  si�  czy 
krosownica jest skonfigurowana do ich sterowania. (Menu KAMERA w krosownicy).  
Je� eli nie mamy skonfigurowanych kamer w menu KAMERA prze
� czanie pomi� dzy wej� ciami 
wideo odbywa si�  klawiszami PREV, NEXT lub wybieraj� c Nr + MAIN.  
 
 
Po wybraniu kombinacji Nr + CAM na ekranie LCD klawiatury otrzymamy  
 
 
 
 
 
Po wybraniu kombinacji Nr + DVR na ekranie LCD klawiatury otrzymamy  
 
 
 
 
 
Je� eli chcemy wyj��  z trybu sterowania  wciskamy tylko klawisz CAM  lub DVR 
 
 
 
 
 
 
 
8.4. Wej� cie do Menu krosownicy 
 
Aby do menu krosownicy nale� y wcisn��  kombinacje klawiszy CTRL + MENU (MACRO)  
 
 
 
 
 
 
Litera M w pierwszej linii oznacza � e, na monitorze pierwszym wy� wietla si�  menu krosownicy 
pierwszej  
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OBS	UGA KROSOWNICY ZA POMOC 	  KLWIATURY NV-KBD 70 

8.5. Komunikaty, ALARMY  
 
Pojawienie si�  takiego napisu na ekranie klawiatury informuje  
nas o przerwie w transmisji pomi� dzy krosownica i klawiatur� .  
Wci� ni� cie klawisza OFF powoduje wy
� czenia brz� czyka. 
 
 
Pojawienie si�  takiego komunikatu oznacza aktywowany alarm  
w krosownicy o wy� wietlanym ID. Wci� ni� cie klawisza  
SEL             powoduje wy
� czenia alarmu. 
 
 
Aby skasowa�  napisy alarmów na ekranie nale� y wcisn��  klawisz LATCH 
 
Aby sterowa�  r� cznie wyj� ciami alarmowymi nale� y  odpowiednie klawisz F1 lub F2  
 
 
 
 
8.6. Wykonywanie funkcji — GRUPA, SEKWENCJA, MAKRO  
 
Aby wykona�  funkcj�  nale� y wybra�  krosownic� , monitor, a nast� pnie wywo
a�  odpowiednie 
polecenie zgodnie ze sk
adni�  numer funkcji ( 1~80) + funkcja. Je� eli klawiatura jest w trybie 
sterowania DVR lub kamer�  nale� y najpierw wyj��  z tego trybu. 
 
Nr + GROUP  - wywo
anie grupy np. 1 + MAT, 1 + MON, 1 + GROUP  
 
Nr + MACRO - wywo
anie makra  np. 1 + MAT, 1 + MON, 1 + MACRO (MENU) 
 
Nr + SEQ   - wywo
anie sekwencji np. 1 + MAT, 1 + MON, 1 + SEQ 
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OBS	UGA KROSOWNICY ZA POMOC 	  KLAWIATURY NV-KBD 70 

Tabela klawiszy wykorzystywanych do sterowania krosownic� .  

 �Klawisz  Opis  

Matrix Selection 
MAT 

Wybór krosownicy.  (np. 1  + MAT). 

Nast
 pny  
 NEXT 

Wy	 wietla nast
 pn�  kamer
 . 

Poprzedni 
 PREV 

Wy	 wietla poprzedni�  kamer
 . 

F1 
 F1 

Sterowanie wej	 ciem przeka
 nikowym. 

F2 
 F2 

Sterowanie wej	 ciem przeka
 nikowym. 

Stop 
 STOP 

Zatrzymuje wykonywana funkcje. 

Makro 
Nr  +  MACRO  

Wywo
uje makro o podanym numerze. 

MENU 
MACRO 

Wci	 ni
 te razem klawiszem CTRL powoduje wej	 cie do menu. 

Alarm 
 

Wy
� cza alarmy. 

Sekwencja 
 

Sekwencja. 

Latch 
 LATCH  

Alarm latch ON/OFF 

Wybór kamery 
Nr +  

Wybór kamery którym chcemy zarz� dza� . 
(np, 1 + CAM) 

Wybór DVR 
Nr +  

Wybór rejestratora którym chcemy zarz� dza� . 
(np, 1 + DVR) 

Pe
en ekran 
Nr  +  

Wy	 wietla wybrana kamer
  na pe
en ekran. 

Grupa 
Nr  + GROUP 

Uruchamia wybrana grup
 . 

Zapisz 
 

Zaznacz pod	 wietlony element aby zapisa�  ustawienie. 
Zatwierdza wpisana  z klawiatury numerycznej. 

Wybór monitora 
Nr  + MON 

Wybór monitora. 

Ruch kursora Joystick  Lewo/prawo/góra/dó
 nawigacja po menu. 
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NOTATKI 



NV-MTX328  - Instrukcja obs
ugi, wer. 1.0  

Wszelkie prawa zastrze� one © NOVUS Security Sp. z o.o.  
 

51 
 

NOTATKI 



���������	
��
������������
	����	��������������� ���!�
������

����"�#��$�%�&���'����(�)"�#��$�%�&���'�*�
����+�,	����,���-�

2009-12-04 
RR 

 


